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SHELL
MATERIAL

PART
NUMBER

OBSOLETE  1. THIS RCPT. IS DESIGNED TO CONFORM TO THE LATEST ISSUE OF MIL-C-24308.

  2. MAX WIRE INSUL TO BE USED WITH THIS RCPT IS  .068.

  3. STAINLESS STEEL RETENTION CLIPS ARE INCLUDED IN INSERTS.

  4. PACKAGE STAMPED M24308/2-296F.

  5. THIS RCPT. WILL ACCEPT SIZE 20 SOCKET CONTACT
     M24308/10 OR AMP #205090.

 AMP PART NO. STAMPED ON CONNECTOR REPRESENTS
     KIT NUMBER WITH CONTACTS.

M24308/2-27F MARK,
FAR SIDE 

AMP PART NO. & DATE CODE MARK,
FAR SIDE 

RAISED CAVITY
IDENTIFICATION NUMBERS

MATING FACE

SHELL, FRONT
MATERIAL: SEE TABLE
FINISH: CADMIUM PER QQ-P-416

SHELL, REAR
MATERIAL: SEE TABLE
FINISH: CADMIUM PER QQ-P-416

INSERT ASSEMBLY
MATERIAL PER MIL-DTL-24308

FLOATING BUSHING/WASHER, 2 REQUIRED.
MATERIAL: STAINLESS STEEL PER ASTM-A-582
FINISH: PASSIVATED PER QQ-P-35B
FLOATS .008 ± .004 VERTICALLY &
.031 HORIZONTALLY

SWAGED SIDE OF
WASHER THIS SIDE
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