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183 fe— OTHERWISE SPECIFIED:  |APVD 6JUNZ011 | NAME
mm_[INCHES] Do SHIVACRAKASH K R METAL SHELL — 37 SOCKET
1285 1 PLC - B 90 DEGREE PCB MOUNT
{@} E 2 PLC + -
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- - P LTR DESCRIPTION DATE DWN APVD
A | NEW DRAWN 6JUN2011 | NH | KR
Al | ECR-11-014114 07/07/111 SS | KR
B ECR—11-012873 02/08/11| SS | KR

APOTT\NG LEVEL UP TO HEIGHT AS SHOWN

AV\/\RES CROPPED TO LENGTH AS SHOWN.

&\NMARK TE PN AND DATE CODE YYWW ON CONNECTOR SHELL.

4 SPECIFICATION:

a. ELECTRICAL:
CONTACT RESISTANCE
INSULATION RESISTANCE

CURRENT RATING

b. MECHANICAL:
CONTACT ENGAGING FORCE
CONTACT SEPARATION FORCE

c. ENVIRONMENTAL:
OPERATING TEMPERATURE
VIBRATION CHARACTERISTICS

A MATERIAL:

SHELL
CONTACT
BUSHING

HEX NUT

FINISH:
SHELL

CONTACTS

CONTACT TAIL

BUSHING
HEX NUT

:ALUMINIUM  ALLOY 6061

:25 MILLIVOLTS MAX. AT & AMPS
:5000 MEGAOHMS MIN. @ 500 VDC
AT AMBIENT ROOM TEMPERATURE
:3 AMP MAX. PER CONTACT

:2.22 N MAX. PER CONTACT

:0.174 N MIN. PER CONTACT

=35 C 10 +125° C

:PER MIL=STD—-1344, METHOD 2005,

TEST CONDITION IV

76 GRADE.
:COPPER ALLOY.

:STAINLESS STEEL, TYPE 303,
PER ASTM—A-582, CONDITION A.
:STAINLESS STEEL, 300 SERIES
NON MAGNETIC

:ELECTROLESS NICKEL PLATING PER
AMS2404, 25—30 microns THICK.

:GOLD PLATED PER MIL-G—45204,

TYPE I, CLASS 1.

:TIN DIPPED.

:PASSIVATED PER QQ-P-35
:PASSIVATED
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