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2219560-8 96�^�
381�#�6.35mm LENGTH [15�#�0.25 in LENGTH]

 22AWG WIRE

2219560-7 26�^�
381�#�6.35mm LENGTH [15�#�0.25 in LENGTH]

 22AWG WIRE

2219560-6 15.3�^�
381�#�6.35mm LENGTH [15�#�0.25 in LENGTH]

 22AWG WIRE

2219560-5 3.8�^�
381�#�6.35mm LENGTH [15�#�0.25 in LENGTH]

 22AWG WIRE 

2219560-4 96�^�
152.4�#�6.4mm LENGTH [6�#�0.25 in LENGTH]

22AWG WIRE

2219560-3 26�^�
152.4�#�6.4mm LENGTH [6�#�0.25 in LENGTH]

22AWG WIRE

2219560-2 15.3�^�
 152.4�#�6.4mm LENGTH [6�#�0.25 in LENGTH]

22AWG WIRE

2219560-1  3.8�^�
152.4�#�6.4mm LENGTH [6�#�0.25 in LENGTH]

22AWG WIRE

PART NUMBER
COIL 

RESISTANCE 
 COIL LEAD WIRE 

  PART NUMBER ACCORDINGLY 

  COIL RESISTANCE ACCORDINGLY 

  COIL LEAD WIRES ACCORDINGLY

4. 8.4mm
2  

CONDUCTOR. CUREENT RATING DEPENDS UPON CONDUCTOR SIZE.
   KEEP TERMINALS BELOW 150�$�C MAXIMUM CONTIUOUS.

5. 3 MINUTES @ +40�$�C AMBIENT WITH 8.4mm
2
 (#84AWG) CONDUCTOR.

6. NO REGRIND ALLOWED
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A1 "+" POSITIVE
 TERMINAL 

A2 "-" NEGATIVE
 TERMINAL

MOUNTING HARDWARE (NOT SPPLIED):
2X M4 BOLT, LOCKWASHER AND WASHER
TORQUE: 2.3Nm MAX [20 in-lbs MAX]

COIL LEAD WIRES
 

M5 X 0.8 (9THREADS)
M5 FEMALE LOAD TERMAINALS -2 PLACES
HARDWARE (NOT SUPPLIED)
2 X M5 BOLT, LOCKWASHER AND WASHER
TORQUE: 3.4 TO 4.5Nm [30 TO 40 in-lbs]
WITH A THREAD ENGAGEMENT OF 3.0 TO 7.0 TURNS
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