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794878 -1NYLON, UL94V-0, WHITEPHOSPOR BRONZE, PRE-TIN

 1. PARTS COMPLY TO AMP SOLDERABILITY SPECIFICATION 109-11-3.

  CIRCUIT IDENTIFICATION CHARACTERS ARE ADJACENT TO THE INDICATED
    CAVITIES, BUT LOCATION AND ORIENTATION MAY DIFFER FROM PRINT.

 3. DIMENSIONS IN BRACKETS ARE IN INCHES.

 4. DIMENSIONS SHOWN REPRESENT PRODUCT IN DRY CONDITION. 
    ADDITIONAL 2% GROWTH DUE TO END USE LOCATION MOISTURE 
    ABSORPTION MAY OCCUR AND SHOULD BE ACCOUNTED FOR.

RECOMMENDED MOUNTING HOLE PATTERN
FOR 1.57 [.062] THICK P.C. BOARD

HOUSINGCONTACT
3 REQ'D

SECTION  B-B

3 DIMENSIONAL MODEL
     SCALE  4:1

SECTION  A-A
SCALE  10:1

FOR POLARIZATION FEATURE

2


	Sheet 1
	Views
	main_view
	left_10
	left_11
	bottom_11
	new_view_14
	new_view_15



