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 REF. NOTE

CRIMPING TOOL
Crimpzange

OUT0405-0110ASO
(Daniels M317)

Position -
Stellung

SEE TABLE 1

LOCATOR
Stellungsregler

(DANIELS TP1024)

EXTRACTION TOOL
Ausbauwerkzeug

OUTCCIEXT-E0100

TABLE 1

WIRE SECTION
Drahtsektion

Position
Stellung

2,5mm²
3mm²
4mm²

3

A

1 A -

DARS24923-000A3

CLIP
Clip

3

2 A -
CONTACT SPRING
Kontaktfeder

2

1 A Ag
SOCKET BODY
Sockelkörper

1

REV
QTY

Stueck
REV

PLATING
Oberfläche

TE ORDER-NO.
TE Bestell-Nr.

DESCRIPTION
Beschreibung

ITEM
NO

IMPORTANT: THE POSITION MAY
VARY ACCORDING TO THE REAL WIRE
CROSS SECTION AND COMPOSITION.
 
Wichtig: 
Die Position kann entsprechend dem 
tatsächlichen Drahtdurchmesser 
und -aufbau variieren.

NOTES
Bemerkungen
 
 
  1.  BULK PACKAGING IN CORRUGATED BOX
     Lose im Beutel und Versandkarton
 
  2. ALL SYMMETRY DIMENSION
     Alle Symmetriemaße
 
  3.  SUITABLE PIN CONTACT SEE DRAWING: DARS24924
      Passender Stiftkontakte siehe Zeichnung: DARS24924
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Schnitt
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