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VIBRATION: MIL—5TD—202, METHOD 204, CONDITION D

SHOCK: MIL=STD—202, METHOD 2135, CONDITION 1

MOISTURE RESISTANCE: MIL=5TD-202, METHOD 106

CORROSION: MIL=STD—=202, METHOD 101, CONDITION B.

0% SALT SPRAY

THERMAL SHOCK: MIL—5TD—20Z2, METHOD 107, CONDITION B
EXCERPT HIGH TEMP 835°C

MECHANICAL

INTERFACE DIMENSIONS: MIL=5TD—348A FIG. 3107

RECOMMENDED MATING TORQUE: /7—10 IN—-LBS

FORCE TO ENGAGE & DISENGAGE {IN—LBS MAX;) 2.0

WEIGHT (GRAMS):  TBD

~ MATING CHARACTERISTICS:

INSERTION  (MAX [BS) N/ A

WITHDRAWAL (MIN OZ): /A

CABLE RETENTION.  AXIAL FORCE (LBS) A0 MIN

TORQUE (IN—07): N /A

: £.0
CENTER CONTACT CAPTIVATION: AXIAL (LBS)

RADIAL (IN—0Z): N /A

ELECTRICAL

NORMAL IMPEDANCE (OHMS):

50

FREQUENCE RANGE (GHz):

D TO

12.4

VOLT RATING @ SEA LEVEL (VRMS MAX):

335

VEWR: 1.15+.011(GHz)

INSERTION LOSS: (dB MAX): 06

\VT(CHz)

RF LEAKAGE (dB MIN):

—60 @ Z2—3 GHz

CORONA 70,000 FT (VRMS MIN): 250

DIELECTRIC WITHSTANDING VOLTAGE (VRMS MIN) AT SEA LEVEL:

1000

LR, (MEGOHMS MIN): 5,000

RF HIGH POTENTIAL AT SEA LEVEL (VRMS MIN @ 5 MHz):

674

CONTACT RESISTANCE (MILLIOHMS MAX):
CENTER CONTALCT:

0

OUTER CONTACT:

CABLE TO HOUSING:

3.
2.4
0.5

DIELECTRIC
CENTER CONTACT
GASKET
RETAINING RING

COUPLING NUT
Sle /.92

1.2350
- (51751 -
MA X

A437£.020
[11,10£0.51]

330
[8.38]

/ FERRULE

HE X

HOUSTING

AsSEMBLED VIEW

DESIGNED TO USE
RG—58/U OR EQUIVALENT

CABLE ENTRY
DIAMETER MIN

CaBLE

(CUSTUMER SUPPLIEDD

1051799

0

1021799-1

PART
N,

HOUSING: 119 [3.02]

THIS DRAWING IS A CONTROLLED DOCUMENT.

DM
J. KAISER

9-04-02

DIMENSIONS:

CONTACT: 041 [1.04]

INCHES  [mm]

O

TOLERANCES UNLESS
OTHERWISE

PLC
PLC
PLC
PLC
PLC
ANCLE

AN = O

HH H

SPECIFIED:

005 [0.13]

+ _

CHK
J.LIPPERT

10-9-02

Tyco Electronics Corparation

Harrisburg, PA 17105

Tyco
Efectronics

APVD

JLIPEERT

10-9-02

PRAODUCT SPEC

APPLICATION SPEC

408—-4956
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SMA S STRAIGHT CABLE PLUG CRIMP
ATTACHMENT (M39012/55B3114) CAT B

MATERIAL

FERRULE: 202 [5.13]
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