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1445626-2SAME AS 1445626-1 EXCEPT
WITH .375 SOLDER TAIL LENGTH

SAME AS 1445626-1 EXCEPT
WITH .166 SOLDER TAIL LENGTH

SAME AS 1445626-1 EXCEPT
WITH .250 SOLDER TAIL LENGTH

30.33
[1.194]

7.54
[.297]

36.78
[1.448]

1

6.35
[.250]

1

1445626-8SAME AS 1445626-2 EXCEPT
TAILS ARE SOLDER DIPPED

33.50
[1.319]

10.72
[.422]

9.52
[.375]

39.95
[1.573]

1445626-9SAME AS 1445626-1 EXCEPT
WITH .278 SOLDER TAIL LENGTH

30.25
[1.191]

8,25
[.325]

7.06
[.278]

37,49
[1.476]

1-1445626-0
SAME AS 1445626-9 EXCEPT

TAILS ARE SOLDER DIPPED  1

30.25
[1.191]

8,25
[.325]

7.06
[.278]

37,49
[1.476]

1

QUADRAX PIN ASSY, 1445626-1, SHOWN INSTALLED
IN ARINC 664, SIZE 2 INSERT WITH SIZE 8,
FRONT RELEASE, FRONT REMOVABLE CAVITY

1

2

ARINC 600
RECEPTACLE

SHELL  
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ASSEMBLY, PIN, QUADRAX, 2mm SQ,
FRONT RELEASE-FRONT REMOVABLE, ADN,

WITH  PIN CONTACTS
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K REV PER ECO 11-025643 2-7-12 CT DM

L REV PER ECN-23-240698 28NOV2023 RTF RL

2
.079[ ]

2 .079[ ]

6.35
.250[ ]

  MIN
4 HOLES

0.762
.0300[ ]

MIN  
2 HOLES

1
.039[ ]

2
.0787[ ]

2
.0787[ ]

REF

5.535
.2179[ ]

7.988 0.038
.3145 .0015[ ]

REF, TYP

0.635
.0250[ ]

4.775 0.025
.1880 .0010[ ]

5.535 0.025
.2179 .0010[ ]

S REF

4.7 [.185] MAX
(KEYING FLAT)

4 PLC
0.635 0.02 .0250 .0008[ ]

6.96
+0.012
-0.025

.2740
+.0005
-.0010[ ]

 REF9.37 .369[ ]

15.09 0.05 .594 .002[ ]

TYP
0.635 0.025 .0250 .0010[ ]

KEYING FLAT

6.25 0.02
.246 .001[ ]T REF

 (1445626-5,-6 & -8
    ONLY)

 REF14.29 .563[ ] REF0.8
.0315[ ]

REF

3
.118[ ]

REF

8.66
.341[ ]

REF

11.51
.453[ ]

TYP
15�$�1�$�

 REF17.27 .680[ ]

 REF30.43 1.198[ ]

 REF0.46
.018[ ]

REF 

4.67
.184[ ]

 REF4.14
.163[ ]

REF

10.01
.394[ ]
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U
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 WARNING - THIS DOCUMENT CONTAINS TECHNOLOGY WHOSE EXPORT IS 
           RESTRICTED BY THE EXPORT ADMINISTRATION REGULATIONS
           ("EAR") PURSUANT TO 15 C.F.R. PARTS 730-774.
           VIOLATIONS OF THE EAR ARE SUBJECT TO SEVERE CRIMINAL
           PENALTIES UNDER THE EXPORT CONTROL REFORM ACT, AS AMENDED 
           (TITLE 50, U.S.C., SEC. 4801, ET SEQ.). 

PART NO.DESCRIPTIONS
REF

1445626-1PER ARINC 664 STANDARD;28.58
[1.125]

5.79
[.228]

5.41
[.213]

35.84
[1.411]

33.50
[1.319]

10.72
[.422]

9.52
[.375]

39.95
[1.573]

1445626-327.38
[1.078]

4.60
[.181]

4.2
[.166]

34.65
[1.364]

1445626-46.35
[.250]

1445626-5
SAME AS 1445626-4 EXCEPT

TAILS ARE SOLDER DIPPED  

30.33
[1.194]

7.54
[.297]

36.78
[1.448]

1445626-6
SAME AS 1445626-1 EXCEPT

TAILS ARE SOLDER DIPPED  

28.58
[1.125]

5.79
[.228]

5.41
[.213]

35.84
[1.411]

1-1445626-3
SAME AS 1445626-3 EXCEPT

TAILS ARE SOLDER DIPPED

27.38
[1.078]

4.60
[.181]

4.2
[.166]

34.65
[1.364]

 THIS AREA SOLDER DIPPED.  SOLDER TAIL
    DIMENSIONS APPLY PRIOR TO SOLDER DIP.

 SOLDER IS RoHS COMPLIANT Sn.

 3. CHARACTERISTIC IMPEDANCE: 100 OHMS NOMINAL

RECOMMENDED
P.C. BOARD

LAYOUT
(ROTATED 15�$� CCW

FOR EASE OF
DOCUMENTATION)

SCALE  10:1

SECTION  X-X

OUTER SHELL
MATL: BRASS
FINISH: PLATED GOLD
        OVER NICKEL

DIELECTRIC
MATL: POLYMETHYLPENTENE

SIZE 24 PIN CONTACT,
4 REQD
MATL: LEADED COPPER
FINISH: PLATED GOLD
        OVER NICKEL

SHELL DIMPLED TO MAINTAIN
POSITION OF DIELECTRIC
IN ASSEMBLY

INSERT RETAINER
PLATE BUTTS ON
THIS SURFACE
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