
A1

REVISIONS

0 PLC
1 PLC
2 PLC
3 PLC
4 PLC
ANGLES

OFSCALE SHEET REV

NAME

SIZE CAGE CODE DRAWING NO

DIMENSIONS: TOLERANCES UNLESS
OTHERWISE SPECIFIED:

DWN

CHK

APVD

MATERIAL FINISH

PRODUCT SPEC

APPLICATION SPEC

WEIGHT

P LTR DATE APVDDWNDESCRIPTION

5678 34 2 1

D

B

AA

B

C C

D

C

4805 (3/13)

RESTRICTED TO

THIS DRAWING IS A CONTROLLED DOCUMENT.

TE Connectivity

1534404-2 1 PBT-GF10 A

1534404-1 1 AMP MCP6.3 REC. HOUSING, 4 POS., CODING A
AMP MCP6.3 Buchsengeh., 4 pol., Kodierung A
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A3 TYCO ELECTRONICS SYMBOL CHANGED PCN E-10-003283 12FEB2010 NP CE

A4 TE CONNECTIVITY SYMBOL CHANGED PCN E-20-005429 14APR2020 NP GL
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AMP MCP6.3 REC. HOUSING, 4 POS
WITH SECONDARY LOCKING DEVICE
mit zweiter Kontaktsicherung
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DUSTY GREY
staubgrau

AMP MCP6.3 REC. HOUSING, 4 POS., CODING B
AMP MCP6.3 Buchsengeh., 4 pol., Kodierung B
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PBT-GF10 BLACK
schwarz
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Stück

MAT.
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DESCRIPTION
Beschreibung

REV. ITEM

CODING PLAN
Kodierungsschema

CODING "B"
Kodierung "B"

CODING "A"
Kodierung "A"
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PRE-LOCKED POSITION
(STATE OF DELIVERY)
 
Vorraststellung
(Lieferzustand) FINAL POSITION

Endrastzustand

ACC. TO ISO 8015
ACC. TO DIN 16901-140
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TYCO ELECTRONICS (TE) LOGO AND TE NUMBER
Tyco Electronics (TE) Logo und TE Nummer1

Bemerkungen
NOTES

MATERIAL MARKING
Werkstoffkennzeichnung2
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PRODUKTION DATE
Produktionsdatum

 
 

FITS TO 
INTERFACE DRAWING FOR TAB CONNECTOR: 114-18484-1
Passend zu 
Anschluss Ausfuehrungsvorschrift: 114-18484-1
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CAVITY NUMBERING
Kammernummerierung4

 
CAVITIES MATED TO AMP MCP6.3 CONTACTS
MAX WIRESIZE: 6mm² FLR (WITHOUT SWS) ACC. TO ISO 6722
              AWG 10 TXL (WITHOUT SWS) ACC. TO SAE J1128 
SEE PRODUCT GROUP DRAWING TE NO.: 1241438
  

Kontaktkammern passend fuer AMP MCP6.3 Kontakte
max. Drahtgrössenbereich: 6mm² FLR (ohne EDS) nach ISO 6722
                       AWG 10 TXL (ohne EDS) nach SAE J1128
siehe Tabellenzeichnung TE Nr.: 1241438
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BULK PACKAGING IN CORRUGATED BOX
Schüttgut im Versandkarton
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