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ZONE I: MATTE TIN PLATED
TIN PLATING PERMITTED ON CARRIER STRIP.(1 m m THICK)

FOR MINI APPLICATOR CRIMPING.

USE HANDTOOL 90340-1 FOR CRIMPING LO OSE PIECE CONTACTS.

MATERIAL: PHOSPHOR BRONZE.

ADVANCED PROD. NRS. FOR DIN 41612 PA RT 5 SPEC.
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PLATING 166678-3: UNDERCOATING 0,8 m m MIN. NICKEL
SELECTIVE OVER 5,6 LENGTH: 1,25 m m MIN. GOLD
REMAINDER: NICKEL ONLY

REMAINDER: NICKEL ONLY

PLATING 166678-4: UNDERCOATING 0,8 m m MIN. NICKEL
SELECTIVE OVER 5,6 LENGTH: 0,4 m m MIN. GOLD
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PLATING 166678-2: 2 m m MIN.Sn OVER TOTAL LENGTH

PARTS TO BE PLATED AS FOLLOWS: 16667 8-1

-UNDERCOATING: 0,8 m m NICKEL
-SELECTIVE (OVER 5,6 LENGTH): 0,8 m m MIN.GOLD
-REMAINDER: NICKEL ONLY.
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WIRE RANGE

INSUL.RANGE

0,12-0,35MM 2

1,55 MAX.
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