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 DIM L

TYP
6.00 REF

16.30
 REF18.60

 DIM K
REF

16.07

TYP
6.00

REF
5.00

REF
14.95

6-1971773-3

COPPER
ALLOY

NYLON
PA66
150�$�C

3 18.55 15.28  21.7  19.3 RED B  2-1969694-3

5-1971773-7 5 30.55 27.28 33.7 31.3 LIGHT GREY A 1-1969694-5

5-1971773-4 4 24.55 21.28 27.7 25.3 LIGHT GREY A 1-1969694-4

5-1971773-3 3 18.55 15.28 21.7 19.3 LIGHT GREY A 1-1969694-3

5-1971773-2 2 12.55 9.28 15.7 13.3 LIGHT GREY A 1-1969694-2

1-1971773-7

COPPER
ALLOY

PBT
105�$�C

5 30.55 27.28 33.7 31.3 NATURAL A 1969694-5

1-1971773-4 4 24.55 21.28 27.7 25.3 NATURAL A 1969694-4

1-1971773-3 3 18.55 15.28 21.7 19.3 NATURAL A 1969694-3

1-1971773-2 2 12.55 9.28 15.7 13.3 NATURAL A 1969694-2

 MATING PLUG CONTACT
MATERIAL

HOUSING
MATERIAL

NO. OF
POSITIONS DIM H DIM P DIM L DIM K COLOR KEY   PART NUMBER

 1  CAN BE SECURED TO THE PLUG WITH OPTIONAL CPA P/N 1971789-1.

 2  FLAMMABILITY RATED PER UL 94 V-0.

    LEVEL INDICATOR: PBT = STANDARD TEMP/105�$�C PBT GLASS FILLED
                     HDT = HIGH TEMP 150�$�C NYLON PA66 UNFILLED

 4  PARTS COMPLY WITH SOLDERAILITY SPEC TEC-109-11-11-1

 DATUM AND BASIC DIMENSION ESTABLISHED BY CUSTOMER.

 6  THIS PRODUCT HAS NOT COMPLETED VALIDATION TESTING.

 GLOW WIRE COMPLIANT IN ACCORDANCE WITH IEC 60335-1. THIS
    IS BASED ON THE PRODUCT MEETING A GWEPT 850°C TEST AND A
    RESIN GWIT GREATER THAN OR EQUAL TO 775°C.

SEE SHEET 2 
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DIM H±0.10

16.07

4.75

3.28

BSC

TYP

6.00
TYP

1.78 0.08

2 PLC

4.22 0.08

DIM P

COUNTERSINK  X 82�$�
2 PLC

5.20

-V-
-U-

RECOMMENDED PCB LAYOUT
WITH A 1.58 THK BOARD
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