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1SNG626142R0000 EP-SGL-PG9-LGR-A 7035 L.Grey TYPE 4X cURus - cCSAus PG 9 8.0 25.4 21.7 19 19 22 2.0 - 6.0

1SNG626143R0000 EP-SGL-PG9-GR-A 7001 Grey TYPE 4X cURus - cCSAus PG 9 8.0 25.4 21.7 19 19 22 2.0 - 6.0

1SNG626144R0000 EP-SGL-PG9-BL-A 9005 Black TYPE 4X cURus - cCSAus PG 9 8.0 25.4 21.7 19 19 22 2.0 - 6.0

1SNG626145R0000 EP-SGL-PG9-LGR-B 7035 L.Grey TYPE 4X cURus - cCSAus PG 9 8.0 25.4 21.7 19 19 22 4.0 - 8.0

1SNG626146R0000 EP-SGL-PG9-GR-B 7001 Grey TYPE 4X cURus - cCSAus PG 9 8.0 25.4 21.7 19 19 22 4.0 - 8.0

1SNG626147R0000 EP-SGL-PG9-BL-B 9005 Black TYPE 4X cURus - cCSAus PG 9 8.0 25.4 21.7 19 19 22 4.0 - 8.0

1SNG626148R0000 EP-SGL-PG11-LGR-A 7035 L.Grey TYPE 4X cURus - cCSAus PG 11 8.0 30.2 25.0 22 22 24 3.0 - 7.0

1SNG626149R0000 EP-SGL-PG11-GR-A 7001 Grey TYPE 4X cURus - cCSAus PG 11 8.0 30.2 25.0 22 22 24 3.0 - 7.0

1SNG626150R0000 EP-SGL-PG11-BL-A 9005 Black TYPE 4X cURus - cCSAus PG 11 8.0 30.2 25.0 22 22 24 3.0 - 7.0

1SNG626151R0000 EP-SGL-PG11-LGR-B 7035 L.Grey TYPE 4X cURus - cCSAus PG 11 8.0 30.2 25.0 22 22 24 5.0 - 10.0

1SNG626152R0000 EP-SGL-PG11-GR-B 7001 Grey TYPE 4X cURus - cCSAus PG 11 8.0 30.2 25.0 22 22 24 5.0 - 10.0

1SNG626153R0000 EP-SGL-PG11-BL-B 9005 Black TYPE 4X cURus - cCSAus PG 11 8.0 30.2 25.0 22 22 24 5.0 - 10.0

1SNG626154R0000 EP-SGL-PG135-LGR-A 7035 L.Grey TYPE 4X cURus - cCSAus PG 13.5 10.0 30.4 27.0 24 24 27 5.0 - 9.0

1SNG626155R0000 EP-SGL-PG135-GR-A 7001 Grey TYPE 4X cURus - cCSAus PG 13.5 10.0 30.4 27.0 24 24 27 5.0 - 9.0

1SNG626156R0000 EP-SGL-PG135-BL-A 9005 Black TYPE 4X cURus - cCSAus PG 13.5 10.0 30.4 27.0 24 24 27 5.0 - 9.0

1SNG626157R0000 EP-SGL-PG135-LGR-B 7035 L.Grey TYPE 4X cURus - cCSAus PG 13.5 10.0 30.4 27.0 24 24 27 6.0 - 12.0

1SNG626158R0000 EP-SGL-PG135-GR-B 7001 Grey TYPE 4X cURus - cCSAus PG 13.5 10.0 30.4 27.0 24 24 27 6.0 - 12.0

1SNG626159R0000 EP-SGL-PG135-BL-B 9005 Black TYPE 4X cURus - cCSAus PG 13.5 10.0 30.4 27.0 24 24 27 6.0 - 12.0

1SNG626160R0000 EP-SGL-PG16-LGR-A 7035 L.Grey TYPE 4X cURus - cCSAus PG 16 10.0 29.9 30.9 27 27 30 7.0 - 12.0

1SNG626161R0000 EP-SGL-PG16-GR-A 7001 Grey TYPE 4X cURus - cCSAus PG 16 10.0 29.9 30.9 27 27 30 7.0 - 12.0

1SNG626162R0000 EP-SGL-PG16-BL-A 9005 Black TYPE 4X cURus - cCSAus PG 16 10.0 29.9 30.9 27 27 30 7.0 - 12.0

1SNG626163R0000 EP-SGL-PG16-LGR-B 7035 L.Grey TYPE 4X cURus - cCSAus PG 16 10.0 29.9 30.9 27 27 30 10.0 - 14.0

1SNG626164R0000 EP-SGL-PG16-GR-B 7001 Grey TYPE 4X cURus - cCSAus PG 16 10.0 29.9 30.9 27 27 30 10.0 - 14.0

1SNG626165R0000 EP-SGL-PG16-BL-B 9005 Black TYPE 4X cURus - cCSAus PG 16 10.0 29.9 30.9 27 27 30 10.0 - 14.0

1SNG626166R0000 EP-SGL-PG21-LGR-A 7035 L.Grey TYPE 4X cURus - cCSAus PG 21 11.0 36.4 37.2 33 33 36 9.0 - 16.0

1SNG626167R0000 EP-SGL-PG21-GR-A 7001 Grey TYPE 4X cURus - cCSAus PG 21 11.0 36.4 37.2 33 33 36 9.0 - 16.0

1SNG626168R0000 EP-SGL-PG21-BL-A 9005 Black TYPE 4X cURus - cCSAus PG 21 11.0 36.4 37.2 33 33 36 9.0 - 16.0

1SNG626169R0000 EP-SGL-PG21-LGR-B 7035 L.Grey TYPE 4X cURus - cCSAus PG 21 11.0 36.4 37.2 33 33 36 13.0 - 18.0

1SNG626170R0000 EP-SGL-PG21-GR-B 7001 Grey TYPE 4X cURus - cCSAus PG 21 11.0 36.4 37.2 33 33 36 13.0 - 18.0

1SNG626171R0000 EP-SGL-PG21-BL-B 9005 Black TYPE 4X cURus - cCSAus PG 21 11.0 36.4 37.2 33 33 36 13.0 - 18.0

1SNG626172R0000 EP-SGL-PG29-LGR-A 7035 L.Grey TYPE 4X cURus - cCSAus PG 29 11.0 41.3 47.1 42 42 46 12.0 - 20.0

1SNG626173R0000 EP-SGL-PG29-GR-A 7001 Grey TYPE 4X cURus - cCSAus PG 29 11.0 41.3 47.1 42 42 46 12.0 - 20.0

1SNG626174R0000 EP-SGL-PG29-BL-A 9005 Black TYPE 4X cURus - cCSAus PG 29 11.0 41.3 47.1 42 42 46 12.0 - 20.0

1SNG626175R0000 EP-SGL-PG29-LGR-B 7035 L.Grey TYPE 4X cURus - cCSAus PG 29 11.0 41.3 47.1 42 42 46 18.0 - 25.0

1SNG626176R0000 EP-SGL-PG29-GR-B 7001 Grey TYPE 4X cURus - cCSAus PG 29 11.0 41.3 47.1 42 42 46 18.0 - 25.0

1SNG626177R0000 EP-SGL-PG29-BL-B 9005 Black TYPE 4X cURus - cCSAus PG 29 11.0 41.3 47.1 42 42 46 18.0 - 25.0

Note:
The code of PG48 is the exceptional of this rule , 
codes for this gland are BS-10 (RAL7001) , BS-20 (RAL7035) , BS-30 (RAL9005)
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