
Part Number Tree

Material
3 Glass Filled Nylon 6.6
8 Glass Filled Polyprpylene

Switch Option
09 SPST MAX 100VDC, 250VRMS, 1AMP, 70 WATT

Fitting Option
1 Internal M16

Cable Option
1 0.5m Single Insulated PVC       18 AWG
2 2.0m Single Insulated PVC       18 AWG
3 5.0m Single Insulated PVC       18 AWG
4 0.5M Double Insulated PVC    18 AWG
5 2.0M Double Insulated PVC    18 AWG

SEALING MATERIAL
"BLANK" Silicone
N Nitrile
E EPDM
V Viton

Termination
"BLANK"  Stripped cable
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LDS M16 TOP LEVEL CATALOG DWG

Unless otherwise specified 
tolerances are

Cable Lengths
Cable Lengths Tolerance
100 - 200 mm +/-5

500 mm +/-10
1000 mm +/-20
2000 mm +/-50
5000 mm +/-100

General Tolerances
Dimension Tolerances

<20 mm +/-0.25
20 - 50 mm +/-0.50

50 - 100 mm +/-0.75
100 - 150 mm +/-1.00

Angles +/-0.5 Deg

SERIES TCPN
LDS309-11N 20017612-31
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 68.25 MAX 

 10 MAX TANK WALL 
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M16 x 2 THREAD

SINGLE INSULATED
CABLE  1  2  &  3
OPTIONS

POSITION ORIENTATION
INDICATOR

LOCK WASHER

    SEALING WASHER

REED SWITCH
NORMALLY OPEN
POSITION

REED SWITCH
NORMALLY CLOSED
POSITION

 99.7 

 21.75 

 17.30 

 13  20 
 24 A/F 

DOUBLE INSULATED
CABLE 4 & 5
OPTIONS

FIXING NUT

FRICTION RELIEF WASHER
HOUSING

FLOAT

 16.5 Hole in Container

UL 1015 18 AWG
Cable x 0.5 meter
lengths

20° ref. (max 
Float Angle)INTERNAL

FITTING

20
01

76
12

-0
0

LDS M16 TOP LEVEL CATALOG DWG

FITTING OPTIONS 5 & 6 CONTAIN ALL PARTS MARKED '   ' 

EXTERNAL
FITTING

Typical Liquid Level
for Switch Closure
(Ddim "X")
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