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TE Part Number Cable Diameter

2061657-1 4.8 - 6.2 mm

2061657-2 7.3 - 9.0 mm

2061657-3 6.0 - 7.5 mm

2061657-4 4.8 - 9.0 mm

6 FULLAXS FIELD INSTALL NUT FOR CABLE GLAND 1

5 FULLAXS FIELD INSTALL SPLIT CABLE SEAL 1

4 FULLAXS WAVE SPRING 1

3 FULLAXS FIELD INSTALL BAYONET SHELL 1

2 FULLAXS FRONT O-RING 22.3x2.4 1

1 FULLAXS FIELD INSTALL SHORT INNER BODY 1

Item Description Qty

4.8-6.2 mm 6.0-7.5 mm 7.3-9.0 mm

NOTES:

 

1. THIS FIELD INSTALL KIT SHOULD BE USED WITH RUGGEDIZED

   CABLE AND RUGGED FAN-OUT CONSTRUCTION

2. THE FLAMMABILITY RATING OF THE MATERIAL IS UL94-V0

3. THE MATERIAL IS HALOGEN FREE ACCORDING IEC 60754-2

4  EACH ASSEMBLY IS PACKED IN A PROTECTIVE SLEEVE

5. AN INSTRUCTION SHEET IS PACKED WITH EACH FIELD INSTALL KIT

6. CABLE DIAMETER RANGE: SEE TABLE

7  2061657-4 INCLUDES THREE SEALS IN THE PACKAGING

12 3 4 5 6

4   PROTECTIVE SLEEVE PACKAGING
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