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PART
NUMBER

FINISH
KEYING
OPTION

21023254-1NICKLE PLATENORMAL

21023254-2BLACK ZINC NICKLE PLATENORMAL

21023254-3NICKLE PLATEA

21023254-4BLACK ZINC NICKLE PLATEA

21023254-5NICKLE PLATEB

21023254-6BLACK ZINC NICKLE PLATEB

KEY
OPTION

KEY ROTATION

"R" "S"

NORMAL 150 210

A 140 215

B 132 248

NOTES:
    1. -1, -3 AND -5 ARE ELECTROLESS NICKEL PLATE PER MIL-C-26074.
 
    2. -2, -4 AND -6 ARE BLACK ZINC NICKEL PERAMS-2417.

RECEPTICLE: QTY 1
MATERIAL: ALUMINUM
FINISH: SEE TABLE

SEE DETAIL A

"TE" AND DATE 
CODE ON 1 OF 4 
FLATS

TRIPLE KEYED

SNAP RING: QTY 1
MATERIAL: STAINLESS STEEL

WIRE SEAL: QTY 1
MATERIAL:
    FLUOROSILCONE RUBBER
COLOR: BLUE
 

INSERTS: QTY 1 EACH 
MATERIAL: THERMOPLASTIC, 
COLOR: BLACK
 INTERFACIAL SEAL: QTY 1

MATERIAL 
FLUOROSILICONE RUBBER

COLOR: BLUE
 

5/8"MODIFIED ACME
TRIPLE START THREAD

11/16-24 UNEF-2B THREAD

RED FULL MATE INDICATOR

MAX. PANEL THICKNESS 1/8"

DETAIL  A
SCALE  4:1
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