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4 SOLDER WIRE 1 1

3 LETBOND HV054-1 UV CURING ADHESIVE

2 C/A,MMCX WITH RG178 CABLE, "A" : 239.5, "L" : 255.0

2 C/A,MMCX WITH RG178 CABLE, "A" : 169.5, "L" : 185.0

1 FPCB DUAL BAND ANTENNA 
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  C. CABLE WITH CONNECTOR.

    OTHERS: SPECIFIC TE INTERNAL USE ONLY.

    FOR THE YEAR CODE.

  C: 4 DIGITS DATE CODE: FIRST 2 DIGITS FOR THE WEEK CODE AND THE 2 DIGITS 

  B: WORD REV., FOLLOWED BY THE LASTEST REVISION LETTER. AS SHOWN.

  A: TE LOGO, TE P/N

6. MINIMUM IDENTIFICATION INCLUDES 

5. CONSULT TE CONNECTIVITY DATA SHEET DS2108793.

4. PACKING: SECURELY SHRINK WRAPPED, VACUUM PACKED OR BAGS PACKAGED IN BULK.  

  A: COVERLAY: ORANGE PI & SOLDER MASK 

3. FINISH : 

  B: (ENIG) ELECTROLESS NICKEL IMMERSION GOLD

  B. ADHESIVE WITH LINER ON THER BACK SIDE, REMOVE LINER TO APPLY.

  A. FPC + ADHESIVE.

2. MATERIAL : 

   INSPECT TO MEET IPC-A-600, CLASS 2.

1. FABRICATE TO MEET IPC-6012, CLASS 2.

UV-CURE
EPOXY
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AS SHOWN 2108793-1 AND 2108793-2

  NOTE : UNLESS OTHERWISE SPECIFIED
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