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JHA PRODUCTION RELEASED DW

           CONN : I-PEX 20351 OR EQUIVALENT
           CABLE ASSEMBLY : COAXIAL CABLE, OD1.37mm

    OTHERS: SPECIFIC TE SOURCE CODE NUMBER DIGITS AS REQUIRED.

    YEAR CODE.

  C: 4 DIGITS DATE CODE: FIRST 2 DIGITS FOR THE WEEK CODE AND THE 2 DIGITS FOR T HE 

  B: WORD REV., FOLLOWED BY THE LASTEST REVISION LETTER. AS SHOWN.

  A: TE LOGO, TE P/N

5. SILKSCREEN : WITHE EPOXY INK.

4. CONSULT TE CONNECTIVITY DATA SHEET DS2108802.

               OR VACUUM PACKED IN BULK 

3. PACKAGING : SINGULATED PARTS TO BE SECURELY SHRINK WARPPED, BAGGED 

  INSPECT TO MEET IPC - A - 600, CLASS 2.

  NOTE : UNLESS OTHERWISE SPECIFIED

1. FABRICATE TO MEET IPC - 6012, CLASS 2.

2. MATERIAL : FR4 PCB, OVERALL THICKNESS 0.92�#�0.10mm
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SECTION A-A

CABLES
TUBING A/R

HEAT SHRINK

PN 2108802-X AS SHOWN
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