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P/N DESCRIPTION

2118900 -1 TAPE AND REEL PACKAGED
(SEE PAGE 2)

2118900 -2 VACUUM PACKED, SHRINK
WRAPPED OR BAGGED IN BULK

NOTES: UNLESS OTHERWISE SPECIFIED .
 
1. FABRICATE TO MEET IPC - 6012, CLASS 2.
   INSPECT TO MEET IPC - A - 600, CLASS 2.
 
2. PRIMARY AND SECONDARY SIDES SHOWN.
 
3. MATERIAL : FR4 PCB; 2 COPPER LAYERS
   1/2 OZ. COPPER BOTH SIDES.
   DIELECTRIC CONSTANT @ 1MHz 4.2 �#� 0.1.
 
4. FINISH:
   A: 1/2 Oz COPPER
   B: SOLDERMASK OVER BARE COPPER (SMOBC).
   C: MASK BOTH SIDES OF PCB WITH LPI SOLDERMASK.
      SOLDERMASK COLOR: ORANGE; PANTONE 144C.
   D: E.N.I.G. PLATING
 
5. TWO PLACE TOLERANCES: ±0.15 mm
 
6. PACKAGING: SINGULATED PARTS TO BE SECURELY
   SHRINK WRAPPED, BAGGED OR VACUUM PACKED IN BULK
   FOR TAPE AND REEL, SEE SHEET 2
 
7. A. ALL MATERIALS PRODUCTS AND PROCESSES MUST MEET REQUIREMENTS OF
       TE CONNECTIVITY ENVIROMENTAL STANDARD TEC-138-702
       (CONTAINS NO BABBED OR RESTRICTED SUBSTANCES)
     B. NO REACH SVHC SHALL BE CONTAINED ABOVE THE TRESHOLD
        AS DEFINED IN REACH SVHC
     C. LOW HALOGEN: CODE2 (BR<900PPM; CI<900PPM; Br+CI<1500PPM)
        PER HOMOGENEUS MATERIAL 
 
8. CONSULT TE CONNECTIVITY DATA SHEET DS2118900 
 
9. CONTACT TE CONNECTIVITY ENGINEERING 
   PRIOR TO DESIGNING INTO AN APPLICATION

SCALE  7:1

FEED POINT
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PACKAGING NOTES: UNLESS OTHERWISE SPECIFIED.
 
1. REFER TO TE CONNECTIVITY DRAWING
   NO. C-1533658 (PN: 1533658-1) FOR TAPE
   AND REEL SPECIFICATIONS.
 
2. ORIENT PARTS AS SHOWN.
 
3. PRODUCT AND PROCESSING MEET REQUIREMENTS OF
   TE CONNECTIVITY ENVIROMENTAL STANDARD TEC-138-702.

2118900-1 PACKAGED AS SHOWN

USER DIRECTION  

  

OF UNREELING


	Sheet 1
	Views
	new_view_1
	new_view_2
	right_3
	right_4


	Sheet 2
	Views
	new_view_6
	bottom_7



