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TE PART NO. REV WEIGHT [g] POS. QTY. DESCRIPTION MATERIAL COLOUR
SURFACE

ITEM
NO

USED WITH: 

ALLOCATED FOR: MEDIUM FUSE 30A MAX.   

NOMINAL VOLTAGE SYSTEM: 12V

TEMPERATURE CLASS: -40 TO 85 °C

VIBRATION CLASS: 1, ON BODY OR CHASSIS

SEALED CLASS: 0

ONLY BASIC DATA FOR DETAIL SEE PRODUCT SPEC

4-880490-2 (4-WAY) 1.0-2.5 MM² BRASS PRE TIN PLATED

4-880490-1 (4-WAY) 1.0-2.5 MM² BRASS BLANC

3-880490-2 (3-WAY) 1.0-2.5 MM² BRASS PRE TIN PLATED

3-880490-1 (3-WAY) 1.0-2.5 MM² BRASS BLANC

2-880490-2 (2-WAY) 1.0-2.5 MM² BRASS PRE TIN PLATED

2-880490-1 (2-WAY) 1.0-2.5 MM² BRASS BLANC
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STRIP FORM

 TE ORDER NO
LOSE PIECE

SUPPLIER
-

 WIRE RANGE
MM²

 MATERIAL FINISH 

 RECOMMENDED TERMINAL SYSTEM: FUSE CONTACT ( BUS-BAR BENT)

4-880492-3 (4-WAY) 2.5-4.0 MM² COPPER IRON TIN PLATED

4-880492-2 (4-WAY) 2.5-4.0 MM² BRASS PRE TIN PLATED

4-880492-1 (4-WAY) 2.5-4.0 MM² BRASS BLANC

3-880492-3 (3-WAY) 2.5-4.0 MM² COPPER IRON TIN PLATED

3-880492-2 (3-WAY) 2.5-4.0 MM² BRASS PRE TIN PLATED

3-880492-1 (3-WAY) 2.5-4.0 MM² BRASS BLANC

2-880492-3 (2-WAY) 2.5-4.0 MM² COPPER IRON TIN PLATED

2-880492-2 (2-WAY) 2.5-4.0 MM² BRASS PRE TIN PLATED

2-880492-1 (2-WAY) 2.5-4.0 MM² BRASS BLANC

881572-3 (4-WAY) 4.0-6.0 MM² BRASS PRE TIN PLATED

881572-2 (3-WAY) 4.0-6.0 MM² BRASS PRE TIN PLATED

881572-1 (2-WAY) 4.0-6.0 MM² BRASS PRE TIN PLATED

880399-5 2.5-5.0 MM² BRASS PRE TIN PLATED

880399-2 2.5-5.0 MM² BRASS PRE TIN PLATED

880399-1 2.5-5.0 MM² BRASS BLANC

880398-2 1.0-2.5 MM² BRASS PRE TIN PLATED

880398-1 1.0-2.5 MM² BRASS BLANC

880397-2 0.5-1.5 MM² BRASS PRE TIN PLATED

880397-1 0.5-1.5 MM² BRASS BLANC
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 RECOMMENDED TERMINAL SYSTEM: FUSE CONTACT ( SINGLE )

DELIVERY POSITION

MOUNTING OPENING
FOR MODULE
ONLY COMMENDED

A1

CENTER LINE SLOT

1:1

1

MOUNTING PLANE FOR FUSE

SLOT FOR FUSE CONTACT (BUS-BAR BENDED)

FUSE CONTACT (SINGLE) (MAX. 24x)

1:1

TE LOGO1

NOTES

TE ORDER NUMBER2

MATERIAL MARKING3

PRODUCTION DATE4

TOOL CAVITY MARKING5

SLOT MARKING6

CAVITY MARKING7

PACKAGING: BULK MATERIAL IN CARD BOARD BOX9

 

PARTS ARE TO BE FREE OF SCRATCHES
DISCOLORATION, SALT RESIDUE
OR OTHER IMPERFECTIONS THAT MAY
AFFECT FUNCTION OR FIT OF PART

10

OVER VIEW PRODUCT GROUP SEE : 114-94092
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PLEASE NOTE:
MAX. CURRENT CARRYING CAPACITY OF MODULE SEE: 108-94263

14

SYSTEM PITCH DIMENSION'S
FOR MULTIBLE PLUG IN SYSTEM13

12

14

6

3

2 8

41

7

5

1
3

1
3


	Sheet 1
	Views
	new_view_77
	oben_79
	oben_80
	new_view_83
	links_87
	new_view_106
	new_view_107



