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ASSY NO REVOPTION DESCRIPTION QTY MATERIAL/COLORPOS

2-2208408-1 B A

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION A1PCT-GF30 /GRAPHITE  BLACK1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-2 B B

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION B1PCT-GF30 / DUSTY GRAY1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-3 B C

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION C1PCT-GF30 / NUT BROWN1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-4 B D

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION D1PCT-GF30 / YELLOW GREEN1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-5 B E

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION E1PCT-GF30 / SIGNAL BLUE1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-6 B F

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION F1 PCT-GF30 /CREAM 1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-7 B G

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION G1PCT-GF30 / CLARET VIOLET1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-8 B H

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION H1PCT-GF30 / BLUE GREY1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

2-2208408-9 B J

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION J1PCT-GF30 / HEATHER VIOLET1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3

3-2208408-0 B K

USCAR30 MINI-USB HEADERHOUSING, 180°, TH, OPTION K1 PCT-GF30 / BEIGE 1

MINI USB CONN., RCPT, V/T, DIP, B TYPE1Bronze, CuSn4, LCP-GF302

FASTENER, FOR MINI USB, SOLDERABLE 2 galvanic tinned 3
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RECOMMENDED PCB LAYOUT (INDUSTRY STANDARD)
Leiterplattenlayout
5:1

A9 A9

TOLERANCES UNLESS OTHERWISE SPECIFIED ACC. TO DIN 16901-140
CENTRIC TO NOMINAL DIMENSION. EDITION 1982-11 SHALL APPLY.

2

PN: 1-2208408-1 Kodierung A, wie gezeichnet
PN: 1-2208408-1 OPTION A, AS SHOWN

TE-Warenzeichen
TE-TRADEMARK

7

TE-Teilenummer und Revision des Einzelteils
TE-SINGLE PART NO. AND REVISION

8

Materialkennzeichnung des Einzelteiles
MATERIAL MARKING OF SINGLE PART

Produktionsdatum des Einzelteils
PRODUCTION DATE OF SINGLE PART

Bemerkung entfernt
NOTE DELETED

1
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4
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9

USB-Steckgesicht nach 999-U-USB-Z01
USB-CONNECTOR SHROUD ACC. TO 999-U-USB-Z01

TE-Baugruppen PN
TE-ASM NO.

Bemerkung entfernt
NOTE DELETED

10

Elektrische und mechanische Anforderungen nach:
- USCAR30 vom 2006/11/10
- USB 2.0 ECN#1 vom 10/20/2000

ELECTRICAL AND MECHANICAL REQUIREMENTS ACCORDING TO:
- USCAR30, FROM 2006/11/10
- USB 2.0 ECN#1 FROM 10/20/2000

11

Temperaturstabil fuer Reflow-Loetprozess
TEMPERATURE STABLE FOR REFLOW SOLDERING

12
Verpackung in Tray, Teilnummer 294439-1
PACKAGING IN TRAY, PART NO. 294439-1

13
EOL - Getestet (Durchgang und Kurzschluss)
EOL - TESTED (CONTINUITY AND SHORT CUT)

CORING OPTIONAL IN THESE AREAS, MIN. WALL 
THICKNESS IS 0.7mm

14
Coring optional in diesen Bereichen, 
MIN. Wandstärke 0,7 mm
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