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PART NO.CABLESTUFFER COLOR

2213145-1CLEAR

2213145-2CLEAR

 MATERIALS AND FINISH:
      -HOUSING: PC, COLOR: ORANGE
      -STUFFER: PC, COLOR: REFERENCE TABLE
      -CONTACTS: COPPER ALLOY, FINISH: Sn OVER Ni WITH
         Au/Pd Ni ON CONTACT MATING INTERFACE
 2. MUST COMPLY WITH DIRECTIVE 2002/95/EC (ROHS)
 3. THIS PRODUCT HAS NOT COMPLETED VALIDATION TESTING

 STUFFER SHOWN IN AS SUPPLIED CONDITION

 WIRE ENTRY POSITION TO INTERFACE
    POSITIONS 1, 3, 5, 7

 WIRE ENTRY POSITION TO INTERFACE
    POSITIONS 2, 4, 6, 8

 DESIGNED FOR USE WITH BELDEN 6300UE CABLE WITH
    2 - 18AWG CONDUCTORS

 DESIGNED FOR USE WITH LEONI H03VVH2-F CABLE WITH
    2 - 0.75mm² CONDUCTORS

 APPROPRIATE ASSEMBLY DASH PART NUMBER 
    (-1 OR -2) INDICATOR THIS AREA

A2

A2
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SCALE  4:1
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