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PART NO DESCRIPTIONCIRCUITS 

2304643-149 POS, HYBRID, REC HSG ASSY, SEALED(44) AMP MCP 2.8 / (5) AMP MCP 6.3

2304643-238 POS, HYBRID, REC HSG ASSY, SEALED(28) AMP MCP 2.8 / (10) AMP MCP 6.3

2304643-327 POS, HYBRID, REC HSG ASSY, SEALED(12) AMP MCP 2.8 / (15) AMP MCP 6.3

2304643-460 POS, AMP MCP 2.8, REC HSG ASSY, SEALED(60) AMP MCP 2.8

 MATERIAL:
     HOUSING: PBT GF30, COLOR: BLACK
     SEAL: SILICONE, COLOR: BLUE
     M4 NUTS: CARBON STEEL, FINISH: ZINC W/CLEAR CHROMATE (III)

 CIRCUIT CAVITIES USE AMP MCP 2.8 RECEPTACLE TERMINALS SEE CUSTOMER 
     DRAWING 1355036 FOR TERMINAL SELECTION. RECOMMENDED WIRE INSULATION 
     RANGE 1.2-3.0 mm. 

 CIRCUIT CAVITIES USE AMP MCP 6.3 RECEPTACLE TERMINALS,SEE CUSTOMER
     DRAWING 1241438 FOR TERMINAL SELECTION. RECOMMENDED WIRE INSULATION 
     RANGE 1.4-4.5 mm. 

 TE ASSEMBLY PART NUMBER MARKED IN APPROXIMATE AREA SHOWN.

 DATE CODE IN DDDYY FORMAT MARKED IN APPROXIMATE AREA SHOWN.

  6. RECOMMENDED SCREW IS M4 X 0.7 mm  WITH MINIMUM THREAD LENGTH OF 10 mm.
     RECOMMENDED TORQUE RANGE 1.7-2.15 Nm. 

 FOR OPTIONAL TALL COVER, SEE CUSTOMER DRAWING 2098164.

 FOR OPTIONAL SHORT COVER, SEE CUSTOMER DRAWING 1443996.

 CIRCUIT PATTERN ACCEPTS ISO MINI RELAYS PER ISO 7588-1.

 CIRCUIT PATTERN ACCEPTS BLADE TYPE FUSES PER ISO 8820-3 OR ISO 280
     MICRO RELAYS PER ISO 7588-3 OR MINI CIRCUIT BREAKERS PER SAE J553.

 TE HOUSING PART NUMBER SHOWN FOR REFERENCE ONLY, SEE TABLE BELOW FOR
     CORRESPONDING TE ASSEMBLY NUMBER.  
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