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SPECIFICATIONS:
 
MATERIALS
CAP : THERMOPLASTIC PC
KEYTOP : THERMOPLASTIC ABS
 
ENVIRONMENTAL
OPERATING TEMPERATURE RANGE : -40°C TO +85°C
STORAGE TEMPERATURE RANGE : -40°C TO +85°C

   NOTE:
 
   1. CAPS ARE BULK PACKED IN PLASTIC BAGS.
      BAGS TO BE LABELED WITH THE INFORMATION 
      DEFINED IN TEC-107-115. BAGS SHALL BE SHIPPED 
      IN SUITABLE BOXES AS DEFINED IN TEC-107-115.
 
   2. ALL MATERIALS AND FINISHES SHALL COMPLY WITH 
      EU DIRECTIVE 2002/95/EC OF 27JAN2003(ROHS). 
 
   3. THESE PARTS ARE DESIGNED FOR USE WITH 
      ILLUMINATED TACTILE SWITCHES TE P/N 
      SERIES 2213818-X AND 2213819-X.
 
   4. CAP SHALL BE INSTALLED AFTER SOLDERING
      THE ILLUMINATED TACTILE SWITCH TO PCB.

GENERAL TOLERANCES ±0.3

CAP

KEYTOP
SECTION  A-A
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