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 TYP2.50

DIM "C"

7.74

DIM "D"

15.85

DIM "A"
REF

DIM "B"

12.54

8.83

REF
8.13

17.50 1.25 21.00 22.84 1*8 2321918-8

15.00 0 18.50 20.34 1*7 2321918-7

12.50 1.25 16.00 17.84 1*6 2321918-6

10.00 0 13.50 15.34 1*5 2321918-5

7.50 1.25 11.00 12.84 1*4 2321918-4

5.00 0 8.50 10.34 1*3 2321918-3

2.50 1.25 6.00 7.84 1*2 2321918-2

DIM "D" DIM "C" DIM "B" DIM "A" POSN PART NUMBER

 MATERIAL: PA66, UL94V-0, COLOR: NATURAL

  2. APPLICABLE CONTACT P/N
     2321921-1 OR 1-2321921-1

  3. MATING CONNECTOR P/N
     RECEP HSG: 2321926-*/2321924-*
     TPA (OPTIONAL): 2321919-*
     PERIMETER SEAL: 2321920-*
     GANG SEAL: 2321922-*

  4  COMPLY WITH GLOW WIRE REQUIREMENTS FOR PARTS OF NON-METALLIC
     MATERIAL SUPPORTING A CURRENT-CARRYING CONNECTION DETAILED IN 
     IEC 60335-1, SECTION 30(GWT) 

 PRELIMINARY PART - NOT RELEASED FOR PRODUCTION
     THIS PART HAS NOT COMPLETED QUALIFICATION TESTING

1*2 POSITION

1*3 POSITION

1*6 POSITION

1*7 POSITION

1*4 POSITION

1*5 POSITION

1*8 POSITION
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