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ITEM
NO

NAME
  

MATERIAL FINISH
         SINGLE KITBULK KIT

-1-21- -11- -2

1
INNER REC. HSG.

                 
POLYESTER RESIN

        1111

2
REC. CASE
          

POLYESTER RESIN/BRASS
        /  1111

3
WIRE FIXED SET SCREW
                    

BRASS,Ni PL.
          1111

4WIRE RUBBER PACKING (APPLICABLE CABLE RANGE: 9.9~11.4mm)
              (       : 9.9~11.4mm)

NBR(BLACK)
      ( )1111

5WIRE RUBBER PACKING (APPLICABLE CABLE RANGE: 9.2~9.9mm)
              (       : 9.2~9.9mm)

NBR(BLUE)
      ( )1111

6
WIRE CLAMP
         

POLYACETAL RESIN
         1111

7
CASE PACKING

        
NBR

      1111

8
REC. CONTACT
            

COPPER ALLOY
    6 6

9
M3 SCREW
M3      

STEEL,Ni PL.
         2222
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P/N   DIMENSION A

  2345832-1,-2
1-2345832-1,-2

20.8 REF

                       

RECOMMENDED CONNECTOR
 ASSEMBLY LAYOUT
           

TABLE 1

 
1.     411-5992                  
    2345832-1             
  http://www.te.com/jpn-ja/home.html 
 .SINGLE KIT 1        1           
 .BULK KIT       40                
 .        1    
 .  A        9.5mm                
                           
 
1.THE INSTRUCTION SHEET 411-5992 CAN BE DOWNLOADED FROM "TE.com" 
   BY SEACHING "2345832-1".
  http://www.te.com/usa-en/home.html
 .SINGLE KIT IS PACKED ONE SET OF PARTS IN ONE BAG.
 .BULK KIT IS PACKED IN EACH BAG WITH 40 SETS FOR EACH PART.
 .THE REQUIRED TIGHTEN TORQUE IS SPECIFIED IN TABLE 1.
 .DIMENSION A IS A REFERENCE DIMENSION WHEN USING CABLE WITH FINISH
   DIAMETER OF  9.5mm.
  THIS DIMENSION VARIES DEPENDING ON THE TYPE AND MATERIAL OF THE CABLE.

- SEE SHEET 1 - - -
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