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POST CONTACT: TIN PLATE
 
SPRING CONTACT: NONE

POST CONTACT: BRASS
 
SPRING CONTACT: STAINLESS STEEL 

2366999-2

2366999-1

WIRE RANGE FINISH MATERIAL PART NO.

1. CONTINUOUS STRIP ON REELS WITH TERMINALS LOCATED ON 1.50�#�0.05 CENTERS.
 
   WIRE RANGE:
   �n�0.08-�n�0.25 COPPER MAGNET WIRE FOR SINGLE WIRE
   �n�0.08-�n�0.15 COPPER MAGNET WIRE FOR DOUBLE WIRE
 
   WIRE RANGE:
   �n�0.25 COPPER MAGNET WIRE FOR DOUBLE WIRE
 
4. PARTS WILL BE SUPPLIED IN ONE SHIPPING BOX AS EXPLAINED BELOW.
   POST CONTACT (20,000PCS/REEL) + SPRING CONTACT (20,000PCS/REEL)
 
   NET WEIGHT
   POST CONTACT: 0.036g
   SPRING CONTACT: 0.013g
 
   APPLICATION SPECIFICATION: 114-78037
 
   APPLICATOR CUT-OFF DIMENSION
 
   SCRATCH MARK IN TERMINAL INSERTION PROCESS IS ACCEPTABLE.

SHOWN WITH CAVITY (AFTER TERMINAL INSERTION)
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