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    MATERIAL: 
    HOUSING:PBT,UL94-V0 COLOR: NATURAL
    PIN CONTACT: COPPER ALLOY, 2.0µm MIN TIN OVER 1.25µm MIN NICKEL OVERALL.
 
2.  DIMENSIONS SHOWN REPRESENT PRODUCT IN DRY, AS MOLDED, CONDITION.
    ADDITIONAL 2% GROWTH DUE TO SUBSEQUENT MOISTURE ABSORPTION MAY 
    OCCUR AND SHOULD BE ACCOUNTED FOR.
 
    CONTACT SOLDERTAIL KINK DIRECTION(BOARDLOCK) SEE PAGE 2.
 
4.  RECOMMENDED MATING PART:1744417-[ ]
 
5.  PACKAGING:  LOOSE PIECE.
 
6.  PER IEC 60335-1 SECT. 30, GWEPT 750C, NO FLAME or Te-Ti<2S.
 
7.  HIGH TEMPERATURE VERSION, MEET HEAT RESISTANCE FOR SOLDERING
    TEMPERATURE 260~265�$�C, DURATION 5 +2/-0 Sec.
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20.0 23.33 25.0 9 2404280-9

17.5 20.83 22.5 8 2404280-8

15.0 18.33 20.0 7 2404280-7

12.5 15.83 17.5 6 2404280-6

10.0 13.33 15.0 5 2404280-5

7.5 10.83 12.5 4 2404280-4

5.0 8.33 10.0 3 2404280-3

2.5 5.83 7.5 2 2404280-2
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