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2 CAP, BLACK 5
1 LABEL, WHITE 4
2 HEAT SHRINK TUBING 3
1 COAXIAL CABLE, GRAY, 8.5mm 2
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INSERTION LOSSS VSWR LENGTH TCPN ITEM -1 DESCRIPTION ITEM
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Impedance (Ohm) Interface Dimension MIL—STD—348B TEMPERATURE RANGE = TSR0 Q £
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Frequency Range (GHz) o 1o 15GH Recommended Coupling Torque CHK 19MAY2022 )
e 0./N.m to 1.1 N.m DIMENSIONS: TOLERANCES UNLESS ERIC D
Voltage Rating (Peak) OTHERWISE SPECIFIED:  |APVD TOMAY2022 [ NAME
@ Seo Level 335 V RS ROHS mm WENKE H N MALE TO N MALE FOR CABLE SB850
) . Cable Retention COMPLIANT 0 PLC + PRODUCT SPEC
Insulation Resistance (MIN.) 5000 M onme Axial (N) 180 Min 1 PLC 105 - _
EE— g 2 PLC £15 _
Dielectric Withstand Voltage: 3 PLC + 10 APPLICATION SPEC
1000 V RMS Max Mating cycles 500 cycles 4 PLC + - SIZE | CAGE CODE |DRAWING NO RESTRICTED TO
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