LABEL PRINT INFORMATION FOR 2432383—2
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PSU P12V

MIN CONFIG PSU P12V

13. HALOGEN FREE CABLE ASSEMBLY: Br<900ppm, CI<900ppm, Br+CI<1500ppm PER HOMOGENEOUS MATERIAL
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1. DIMENSION MARKED WITH n S KEY CHARACTERISTIC PER 2X N | 2
10REF — Z§L4* Py
STANDARD OPERATIING PROCEDURE TEC—40/—55 2X
2. 100% ELECTRICAL TEST FOR OPEN, SHORT, MIS=WIRING AND HI—POT //R
5. THE APPREARANCE OF CONNECTORS IN CABLE ASSEMBLY DRAWING IS [LLUSTRATION %ﬂg %
s (@)
ONLY, REFER TO THE RESPETIVE COMPONENT DRAWING FOR DETAILS . % —
> M
4. ALL MATERIAL AND PROCESSING MUST MEET REQUIREMENTS OF TE CONNECTIVITY -
ENVIRONMENTAL STANDARD TEC—138—/02
5. THE PRODUCT MEET REQUIREMENTS OF TE CONNECTIVITY ENVIRONMENTAL STANDARD TEC—138-702 g WIRING CHART
-ROM 0 WIRE WIRE
6. SILVER PLATING CONTACTS MAY DISCOLOR IN AIR, BUT NO PERFORMANCE ISSUE. COLOR A G
Jl Je
//\\ RAPID LOCK MATING TE PN: 2588464—5
5o =] S AWG
P1 P2
FOR WIRE COLOR REFER BOM
LABEL PRINTED INFORMATION AS FOLLOWS
; 75REF
| . NOTE:1. LABEL SIZE: 75X15MM. CABLES LENGTH CHART
L TYC P/N: 2432383—X TYC(CHINA) » 2. FONTS: ARIAL HEIGHT: 3.0 MM (MIN): CAPITAL LETTER R e E 4
% XXXXXX REV X XXXXXXXXXKXK NP 3. MICROSOFT PART NUMBER EXAMPLE: M1232224—001
O OOMMMY Y YMD — XX — XXXX AV 4. CURRENT REVISION: REV A 24525852 12747 - (50t 602
| 5. MFG DATE CODE IN "DDMMMYYYY” FORMAT (EX.17SEP2019) (RED)
f 6. 2D BARCODE: 8MM X 8MM(REF) 24925851 o5y 1302 13527 1405
BARCODE CONTENT: TYC(CHINA) XXXXXXXXXX YMD—XX—XXXX— 7. 300 DP| PRINTER MINIMUM (BLACK) - - - -
8. FOR XXXXXXXXXX & XXXXXX REV X REFER QPN & MSFT P/N IN TABLE
YMD—XX—XXXX DDOS9TPBOOZ A M1242227-001 | CA RAPID LOCK ASSY— RED WIRE 03 2432383-2
RUNNING CODE: 4 CODES.36 HEXADECIMAL. DDOS9TPB102 A M1242228-001 | CA RAPID LOCK ASSY— BLACK WIRE] 03 24323831
_ g A_ MSFT TE—C DRW
2 Conts, EobRANNG REVIEON QPN (TBD) | 'gpy |CUSTOMER P/\ DESCRIFTION v | TE PN
Y: 0—9, EXAMPLE ”"3” IS "2013" 4 4 PC LABEL , WHITE OR EQUIVALENT 5
M: 1—C, EXAMPLE ”"4” AS APRIL, "A” IS OCT, "C” IS DEC
D: 1=V, EXAMPLE ”1” IS DAY 1, "V’ IS DAY 31 @ 1 1 PC LABEL 4
10. ALL LABELS CAN BE ATTACHED TO WIRES BACK TO BACK OR AR | AR MR HST, BLACK 3
WRAP AROUND BULK CABLE IF POSSIBLE AR - MR UL3132,RED,8AWG, SILICON RUBBER SUPER FLEXIBLE
11. RATED VOLTAGE: 12V o
RATED CURRENT: 53.6 AMPS PER CONTACT - AR MR UL31I32,BLACK,8AWG, SILICON RUBBER SUPER FLEXIBLE
@ LABEL PRINT INFORMATION FOR 24325831 ﬁ 2 > | PC 2 POS RAPID LOCK CONNECTOR ASSY 2388451-1 1
P1 LABEL: P2 LABEL:
55U OND -2 | -1 [usm DESCRIPTION ITEM
MIN CONFIG PSU GND THIS DRAWING IS A CONTROLLED DOCUMENT. |o™ 225EP2022
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