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WIRE GAGE RANGE CRIMP TOOL 
 INSERTION AND 
REMOVAL TOOL 

22 THRU 26 AWG  DANIELS MH800-K127  M15570-22-1

WIRE INSULATION O.D. STRIP LENGTH

.039" TO .054" 5/32" TO 3/16"

.033" TO .038" 1/8"

5. CONTACT SUPPLIED STANDARD WITH CONNECTOR.
 
4. MECHANICAL DATA:
 
          CONTACT RETENTION: 15 LBS. MINIMUM 
          IN DIRECTION OF MATING FORCE.
 
          CRIMP STRENGTH: PER AS39029
 
3. ELECTRICAL RATINGS:
 
          CURRENT: 5 AMPS MAX. 
          CONTACT RESISTANCE: 7 M/V AT 3 AMPS WHEN 
          MEASURED FROM REAR OF PIN CONTACT CRIMP 
          BARREL TO REAR OF SOCKET CRIMP BARREL.
 
2. MATERIALS:
          
          BODY-   COPPER ALLOY PER AS39029
          SLEEVE- STAINLESS STEEL, PASSIVATED.
 
1. FINISH:
 
          DEUTSCHCOAT V
          GOLD FLASH OVER PdNi FOR 1500 CYCLES DURABILITY

INSPECTION HOLE
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