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0-281743-222x2.545.08

*0-281743-332x5.087.62

*0-281743-442x7.6210.16

*0-281743-552x10.1612.70

*0-281743-662x12.7015.24

*0-281743-882x17.7820.32

*1-281743-0102x22.8625.40

*1-281743-2122x27.9430.48

1-281743-3132x30.4833.02

*1-281743-5152x35.5638.10

1-281743-7172x40.6443.18

*1-281743-8182x43.1845.72

2-281743-0202x48.2650.80

NOTES:
 
1. THESE HEADERS ARE DESIGNED TO BE MATED WITH "HE1302" RECEPTACLES DOUBLE ROW
 
2. THE PART NUMBERS FOLLOWED BY * ARE COVERED BY THE INTERNATIONAL STANDARD IEC 603-8
 
3. CONTACTS PLATING: MATING AREA SELECTIVE GOLD MIN 0.4µm OVER MIN 1.27µm NICKEL
 
                     SOLDER AREA MIN 2.5µm TIN OVER MIN 1.27µm NICKEL
 
4. PLASTIC MATERIAL: HIGH TEMPERATURE THERMOPLASTIC, UL-94V0, BLUE COLOR
   
   CONTACT MATERIALl: PHOSPHOR BRONZE
 
5. HEADER TYPE MARKING (HE1302) WITH BLACK INK
 
 
6. DATE CODE MARKING WITH BLACK INK

XXYYDZ
ANNEE
YEAR

SEMAINE
WEEK

"D" POUR L'EQUIPE JOUR et "N" POUR CELLE DE NUIT
1 LETTER "D" FOR DAY & "N" FOR NIGHT TEAM

JOUR (1 A 7)
DAY (1 to 7)

F

F

OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINISI
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