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NOTES 

1. DIMENSIONS IN mm. a = AS SUPPLIED, b = AFTER FREE RECOVERY
2. STANDARD LENGTHS P: 1000 mm and 1500 mm. OTHER CUT LENGTHS 

AVAILABLE UNDER REQUEST
3. MAXIMUM LONGITUDINAL CHANGE AFTER FREE RECOVERY: +5%/-20%
4. STANDARD CUT LENGTH TOLERANCES:
   ± 6 mm    (P ≤ 200)
   ± 9 mm    (P > 200)
   ± 13 mm   (P > 300)
   ± 15 mm   (P > 450)
   -0/+40 mm (P > 1000)
5. STANDARD PRINTING: LOGO, ZCSM, PRODUCT SIZE, BATCH NUMBER
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ZCSM 8/3 3.5 7 8 3 0.6 2
ZCSM 16/5 5.5 14.5 16 5 0.7 2.4
ZCSM 24/8 9 21.5 24 8 0.9 2.9
ZCSM 32/12 13 29 32 12 1 4
ZCSM 45/16 17.5 40.5 45 16 1 4
ZCSM 60/22 24 54 60 22 1 4
ZCSM 70/25 27.5 63 70 25 1 4

ZCSM 85/36 39.5 76.5 85 36 1 4

ZCSM 120/50 55 108 120 50 1 4.2

ZCSM 180/75 82.5 162 180 75 1 4.2
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