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G1 ECR 12-004643 17APR2012 XP RS

G2 OBSOLETE VARIANT 365066-1 06OCT2023 KMD SCK
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CODE 4 365065-4 PA 6.6 YELLOW

CODE 3 365065-3 PA 6.6 BLACK

CODE 2 365065-2 PA 6.6 GREY

CODE 1 365065-1 PA 6.6 NATUR

Code No. Part Number Material Finish / Colour

  1. MATERIAL Y COLORES HAN DE ESTAR LIBRES DE CADMIO
     MATERIAL AND COLORS ARE FREE OF CADMIUM

 ALTURA LETRA 2
     CHARACTER HEIGHT 2

 ALTURA LETRA 1
     CHARACTER HEIGHT 1

  4. USAR CON 365066
      FITTING WITH 365066

  5. LAS PIEZAS DEBEN IR EMPAQUETADAS HERMETICAMENTE
     Y SU CONTENIDO DE HUMEDAD DEBE SER 2.5 1%
     PARTS MUST BE AIR TIGHT PACKAGED,
     MOISTURE CONTENT MUST BE 2.5 1%

0.2

OBSOLETE

ALABEO MAX. PERMITIDO HASTA 9.2
 PERMISSIBLE WARP TO 9.2
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DETALLE CAJA CON BISAGRA CERRADA
HOUSING WITH CLOSED FLAP
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