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  1. MATES WITH APPROPRIATE UNIVERSAL

     MATE-N-LOK
TM
  CAP OR HEADER.

 
  2. SMALL NICKS ARE PERMITTED ON THE CIRCUIT
     TOWERS WHICH COULD INCREASE THE INITIAL
     HOUSING MATING FORCE BY UP TO 4.4 NEWTONS
     [1.0 LBS]. NO INDIVIDUAL NICKED TOWER
     SHALL INCREASE THIS FORCE BY OVER
     2.2 NEWTONS [.5 LBS].
 
  3. DIMENSIONS SHOWN REPRESENT PRODUCT IN DRY, AS MOLDED,
     CONDITION. ADDITIONAL 2% GROWTH DUE TO SUBSEQUENT MOISTURE
     ABSORPTION MAY OCCUR AND SHOULD BE ACCOUNTED FOR.

 FOUR RIBS EQUALLY SPACED, NO SPECIFIC
     ORIENTATION. NO RIBS OR SIX RIBS
     EQUALLY SPACED, NO SPECIFIC
     ORIENTATION, OPTIONAL.

 UNDERWRITERS RECOGNIZED COMPONENT LOGO
     AND CSA CERTIFICATION LOGO TO BE LOCATED
     ONCE EACH ON SIDE OF HOUSING.
 
  6. MANUFACTURING LOCATION ID ON SIDE OF HOUSING (OPTIONAL).

 TRADEMARK LOCATION (AMP OR TE CONNECTIVITY).

 OBSOLETE PARTS: OBSOLETE CIS STREAMLINING PER D.RENAUD/D.SINISI

SEE DETAIL A

DETAIL A
SCALE  6:1

OPTIONAL CONSTRUCTION
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1. MOLD NUMBERS APPROXIMATLY 3mm HIGH AT WIRE END OF
   HOUSING (12 POINT DAVID TYPE).
 
2. CHARACTERS TO BE POSITIONED ON HOUSING
   TO BE READ FROM WIRE END ONLY.
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