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CONTACT POINT

 M55302/27-126 1                     55
56                    110 5.400 54 5.665 6.065 6.355 110 530763-9

 M55302/27-125  1                    50
51                    100 4.900 49 5.165 5.565 5.855 100 530763-8

 M55302/27-124  1                    45
46                    90 4.400 44 4.665 5.065 5.355 90 530763-7

 M55302/27-123  1                    40
41                    80 3.900 39 4.165 4.565 4.855 80 530763-6

 M55302/27-122  1                    35
36                    70 3.400 34 3.665 4.065 4.355 70 530763-5

 M55302/27-121 1                     30
31                    60 2.900 29 3.165 3.565 3.855 60 530763-4

 M55302/27-120  1                    25
26                    50 2.400 24 2.665 3.065 3.355 50 530763-3

 M55302/27-119  1                    20
21                    40 1.900 19 2.165 2.565 2.855 40 530763-2

 M55302/27-118  1                    15
16                    30 1.400 14 1.665 2.065 2.355 30 530763-1
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 NUMBER AND LINES INDICATING EVERY FIVE
     CAVITIES MOLDED OR MARKED ON MATING FACE.

AMP PART NO AND DATE CODE, 00779 &
     MILITARY PARTS NUMBER MOLDED OR MARKED
     THIS APPROX AREA (INSIDE OPTIONAL).

 3.  MUST MEET ALL APPLICABLE REQUIREMENTS 
     OF MIL-C-55302.

 NUMBERS INDICATING EVERY FIVE CAVITES
     MOLDED OR MARKED ON SIDE.

 KEY POSITIONS IDENTIFICATION MOLDED ON
     SURFACES SHOWN.

 6. USE EXTERNAL KEY NUMBERS 530341-1
    MATES WITH PART NO. 530339.

 MEETS ALL APPLICABLE REQUIREMENTS OF MIL-C-55302.

 EPOXY ADDED TO AREA WHERE THE CONTACT POSTS
     EMERGE FROM THE STABILIZER TO INSURE TRUE POSITION.
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HOUSING: DIALLYL PHTHALATE
PER MIL-M-14, TYPE SDG-F,
COLOR: BLUE

-C-

-D-

TAN. R

SECTION  X-X

CONTACT MATL: BERYLLIUM COPPER OR
COPPER-NICKEL-SILOCONE FINISH:.000050
GOLD OVER .000030 NICKEL ENTIRE CONTACT.

.022x.027  POST REF.
(.034 MAX. DIAGONAL)

3 WRAP, 8 TURNS 
30 AWG WIRE

RACK MOUNT (TYPE 1V)POST STABILIZER
GLASS FILLED THERMOPLASTIC
FLAME RETARDANT
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