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INSULATION
PVC INSULATION
C #26 AWG 7/34 STRANDED (
TINNED COPPER CONDUCTORS
/N\[OBSOLETE] 900 | 850+.010 18 [ 3570340
] 1, CABLE CERTIFIED TO: 1500 | 1430010 30 2-37034-9
-UL CABLE STYLE: 2691 600 | 550£.010 1?2 | 2579348
-CSA1 CSA AWM 1A 105°C 300V FT1 0BSOTETE[ 400 | 3502010 e | as7eer |
2200 | 21301015 44 2-37034-6
2. CABLE PHYSICAL SPECIFICATIONS: 3.200 | 31301015 64 2-37034-5 |
2l TEMPERATURE RATING: 103°C 200 150,010 4 1-57034-9
2.2 FLAMMABILITY: _ _ s
UL VWL 3000 | 2950£015 60 1-57034-6 g
' ~
2.3 INSULATION: GRAY FLAME RETARDANT FLEXIBLE PVC 2900 | 2450£015 50 1797034-5  ||Ir
B 24 CONDUCTORS: 26 AWG 7/34 STRANDED TINNED COPPER 2000 [ 1.950%.015 4() 1-57034-4 :
1,850 | 1.800%.015 37 1-57034-3
3. TYPICAL ELECTRICAL VALUES: /N\OBSOLETE| 1800 | 17508015 36 | +5784E—
31 VIOLTAGE RATING: 300 V 1,700 | 1650+.010 34 1-57034-1
3.2 INSULATION RESISTANCE: 10,000 MEGOHMS/10 FT 1,300 | 1.250£.010 26 1-57034-0
3.3 IMPEDANCE: 89 OHMS NOMINAL (GND-SIG-GND) 1250 | L200%000 o 57034-9
34 CAPACITANCE: 162 pf/FT 1200 | LIS0£.010 57034-8
35 PROPAGATION DELAY: 144 ns/FT - e c4
1,000 920+.010 20 97034-7
] 800 | .750%,010 16 57034-6 | —
A RED EDGE MARK ON CONDUCTOR #1, 750 200+.010 15 57034-5
9.  REEL QUANTITY: 500 FT REEL MAY CONTAIN SEPARATE LENGTHS 700 6501,010 14 97034-4
20 FT MIN PER LENGTH, TwWO LENGTHS MAX PER REEL 200 4350+,010 10 27034-3
430 400£,010 9 a7034-2
6. CABLE SURFACE PRINTED PER UL AND CSA REQUIREMENTS. 300 S50£.010 ¢ 570341
OBSOLETE PARTS: OBSOLETE CIS STREAMLINING pMmc!| DM B NO OF PART
PER D.RENAUD/D.SINISI COND NUMBER
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A W HARRIS =vez| AN Harrisburg, PA 17105—3608 | /
DIMENSIONS: O’FHOIEE%EESSI;JEEIEIEFSIED AF'V[; Q5JUNSZ | NAME
INCHES ohe a WHARRIS CABLE, PLANAR RIBBON,
1PLC & 26 AWG, 7/34 STRANDED
. _E | 2 PLC +02
@ 3 PLC +005 APPLICATION SPEC
4 PLC :l:DDO\l SIZE | CAGE CODE | DRAWING NO RESTRICTED TO
MATERIAL AF?I%II;SEI-? WEIGHT A2 00779 ©=57034 _
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