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PART NUMBERPACKAGING

6116202-1

6116202-3NATURAL

 6116202-5 NATURAL

6116202-6NATURAL

 THERMOPLASTIC.

 PHOSPHOR BRONZE

 1.27 um [.000050] MIN GOLD IN LOCALIZED GOLD PLATE AREA,
     2 um [.000079] MIN MATTE TIN ON TERMINATION END, BOTH OVER
     1.27 um [.000050] MIN NICKEL.

 CAVITY CONFORMS TO FCC 47 CFR 68 PART F.

 DATUMS ESTABLISHED BY CUSTOMER.

 DIMENSIONS ESTABLISHED BY CUSTOMER.

 DRILLED HOLE DIAMETER 1.02�#�0.03 [.040�#�.001].
          COPPER THK 0.03-0.08 [.001-.003].
          TIN THICKNESS 8 um [.000315] MIN.

 COPPER ZINC ALLOY

 OUTER SHELL PLATED WITH 1.27µm MIN NICKEL.

 PC BOARDS GREATER THAN 1.57 [.062] IN THICKNESS MAY REQUIRE
     SPECIAL EXTRACTION TOOLING, CONSULT ENGINEERING.

  PACKAGED 29 PIECES PER TUBE

  PACKAGED 27 PIECES PER TUBE

  WITH IMPROVED CHAMFERS ON TERMINAL EDGES.

  WITHOUT COMPENSATORY PLATE
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