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J4 REVISED PER ECN-23-206968 10APR2023 WLS VS

J5 REVISED PER ECN-23-240910 27NOV2023 WLS VS

J6 REVISED PER ECN-24-279340 21AUG2024 WLS JP

K REVISED PER ECN-25-323497 05JUN2025 WLS JP
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PART NUMBER
NO. OF
POSN.

DIM XDIM ZDIM YDIM V

3- 794634 -227.00-3.86

3- 794634 -4410.003.006.86

3- 794634 -6613.006.009.86

3- 794634 -8816.009.0012.86

4- 794634 -01019.0012.0015.86

4- 794634 -21222.0015.0018.86

4- 794634 -41425.0018.0021.86

4- 794634 -61628.0021.0024.86

4- 794634 -81831.0024.0027.86

5- 794634 -02034.0027.0030.86

5- 794634 -22237.0030.0033.86

5- 794634 -42440.0033.0036.86

 MATERIAL;
      HOUSING - UL 94V-0 RATED HIGH TEMP NYLON, COLOR BLACK.
      CONTACTS - BRASS.
      HOLDDOWNS - PHOSPHOR BRONZE.

 RECOMMENDED PC BOARD THICKNESS OF 1.57.

 KAPTON VACUUM PICK UP BUTTON.

 DIMENSION APPLIES TO SOLDERTAIL SURFACES AND STANDOFF SURFACES.

 ALL SOLDERTAILS.

 PLATING;
      CONTACTS - 0.38µm MINIMUM GOLD,
                 OR
                 0.0762µm MINIMUM GOLD FLASH OVER 0.31µm MINIMUM PALLADIUM NICKEL,
                 ON MATING AREA PER TE CONNECTIVITY'S DISCRETION,   
 
                 2.54µm MATTE TIN MINIMUM ON SOLDER TAILS.
 
                 ALL OVER 1.27µm MINIMUM NICKEL.
 
      HOLDDOWNS - 2.54µm MINIMUM MATTE TIN OVER 1.27µm MINIMUM NICKEL.
 
 7   COUNTERPART RECOMMENDED IS PN 794617 (DASH ACC. TO NUMBER OF POSITION).
 
 8   FOR REELING DIRECTION AND PACKAGING TYPE, SEE SPECIFICATION 114-13000.
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