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796136-5 AND 796136-6

796136-3 AND 796136-4

 796136-1 AND 796136-2

PART NUMBER

 HOUSING: HIGH TEMPERATURE 94V-0 RATED, LCP,
     COLOR NATURAL.

     CONTACTS: PHOSPHOR BRONZE.

 CONTACTS: 0.00200-0.00400[.000080-.000157] TIN.

  3. CONNECTOR ACCEPTS BATTERY CR2032.

  4. PACKAGING: TAPE AND REEL.
     TAPE & SPROCKET HOLES DIMENSIONS
     PER EIA-481-3 WITH 330.0 [13.0] DIA. CARDBOARD SIDES

 DATUM -B-  IS ESTABLISHED BY ANY CONTACT OR
     HOUSING SURFACES CONTACTING A REFERENCE PLANE.

 DATUMS AND DIMENSIONS ESTABLISHED BY CUSTOMER.

     CONTACT FINISHED:
Ni 0.00125[.000050] MIN OVER ALL

          TIN  0.00254[.000100] MIN OVER ALL.
 .
      CONTACT FINISHED:
          Ni 0.00125[.000050] MIN OVER ALL
          TIN 0.00254[.000100] MIN ON SOLDER AREA.
          Au PLATING  0.000125[.000005] MIN ON CONTACT AREA.

      LOGO TYPE: TYPE A:       TYPE B:
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