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7.01
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1.03
.040

 TYP 4X 1.10
.043

NPTH

1.29
.051
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 5.08
.200

 

ALL DIMENSIONS ARE IN MILLIMETERS [IN].1.
DIMENSIONS APPLY AFTER FINISHING.2.
MANUFACTURE TO BE COMPLIANT WITH EU RoHS 3.
DIRECTIVE,USE MATERIALS THAT DO NOT CONTAIN 
REACH SUBSTANCES OF VERY HIGH CONCERN >1000ppm, 
AND USE DRC CONFLICT-FREE SOURCED MATERIALS.
ELECTRICAL PROPERTIES ARE SHOWN FOR REFERANCE 4.
ONLY. SEE DATA SHEET FOR COMPLETE LIST OF 
SPECIFICATIONS.

FREQUENCY: 2.45GHz1.
PRODUCT TESTED IAW INTERNAL TEST PLAN AT LATEST 5.
REVISION.
UNLISTED DIMENSIONS ARE CONTROLLED BY SOLID 6.
MODEL AT LATEST REVISION
MECHANICAL7.

OPERATING TEMPERATURE: -40º - 80ºC1.
ELEMENT TO BE INSERTED INTO BASE TO BE FLUSH 2.
WITH BASE FEET AS SHOWN.
TUNED 12 TURNS @ 1.20 [+0/-.05] PITCH. 3.

PACKAGE IN TRAYS PER PURCHASE ORDER AND LABEL 8.
LOT BAGS IAW LABEL DRAWING PROVIDED

RECOMMENDED
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REVISIONS
REV DESCRIPTION DATE APPV

A PRODUCTION RELEASE JHAGER 
12/5/22

A

TITLE:

2445750-1

DASARATHAN

ANTENNA 2.4GHz VERTICAL 
HELICAL THM

THIS DRAWING IS A CONTROLLED DOCUMENT.

1469-35 (3/13)

C
20

22
 T

E 
C

on
ne

ct
iv

ity
. a

 T
E 

C
on

ne
ct

iv
ity

 L
td

. c
om

pa
ny

. A
ll 

R
ig

ht
s 

R
es

er
ve

d.

12/5/22DWN
JHAGER
CHK

APVD

PRODUCT SPEC

-

APPLICATION SPEC

-

WEIGHT 0.67 g

2 PLC
3 PLC
4 PLC

 0.5
 0.25
 0.13
 

 30'

1 PLC
0 PLC

ANGLES
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TOLERANCES UNLESS

mm
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