8 I o) 5 3 ? |
[ISHFD ——— RELEASED FOR PUBLICATION 2016 LocC DIST REVISIONS
© COPYRIGHT 2016 BY TE CONNECTIVITY ALL RIGHTS RESERVED. — — — L
C1 REVISED PER PCN-23-171200 28MAR2023 | RK 16
C? REVISED PER PCN-23-1874072 19SEP2023 | OD 16
C3 REVISED PER PCN-23-188125 25SEP2023 | AJ CB
D REVISED PER PCN-23-192205 05FEB2024 | RK CB
4
8 e
L N \
¢ U UU
(-
R S &y T I e
X
. 8/ Iy . [
|
HOUSING
- 1.708 — -
SRR —GROMMET [43.38) SARES
] B - ] B
1 >PAB6-GEI5< 1 >PAG6-GFI5<
670 N ] o R e -
[17.02]
i — Fﬁﬁ
CAVITY |
5
FIGURE | sEllgFlzJEEcip
CONTACT WIRE RANGE INSULATION OD SEAL
SIZE SEALING RANGE | IDENTIFICATION
e C— [ 088-. 145
; AT 5 23-3 £8] STANDARD SEAL
N [2.5-0.5mm?] 053-.120 EYTRA THIN SEAL
Yy I B [1.35-3.05] F-SEAL
[17.37]
i \ \\
e INTERNAL DEUTSCH PN [HOUSTING | STANDARD [EXTRA THIN SEAL| BLOCKED SEAL [SHORT| LONG | FIGURE
SART NUMBER | PART NUMBER |REV| COLOR SEAL F-SEAL CAP | CAP
GROMMET GROMME T
DT04-2P DT04-2P A | GREY X |
GROMMET - Eééogo} ’w DTO4-2P-C015 | DTO4-2P-CO15| B | GREY X |
| . DT04-2P-COT7 | DTO4-2P-CO17 | B | GREY X X )
/J DTO4-2P-CEOT | DTO4-2P-CEO1 | C | GREY X X >
— ) YT e DT04-2P-CEQ4 | DTO4-2P-CEO4 | D | GREY X X 3
- DT04-2P-E003 | DTO4-2P-E003 | B | GREY X X D
LML 2 R 5 - DT04-2P-E008 | DT04-2P-E008 | B | GREY X X 3
DT04-2P-EPO4 | DTO4-2P-EPO4 | C | GREY X X ’
T — DTO4-2P-P004 | DTO4-2P-P004 | B | GREY X |
) I DT04-2P-CEQ2 | DT04-2P-CE02 | B | BLACK X 1
DT04-2P-CEO3 | DT04-2P-CEO3 | B | BLACK X X D
CAVITY FIGURE 3
LONG CAP DT04-2P-CE09 | DT04-2P-CE09 | B | BLACK X X 3
DTO04-2P-E004 | DTO4-2P-E004 | A | BLACK X 1
4\ DATE CODE: IDENTIFIES THE YEAR, MONTH. DAY AND HOUR OF ASSEMBLY. DT04-2P-£005 | DT0O4-2P-E005 | A | BLACK X X 2
YEAR: FIRST AND SECOND DIGITS. (17 = 2017) DTO04-2P-EEQ1 | DTO4-2P-EEO1 | A | BLACK X X 3
MONTH: THIRD DIGIT, EXCLUDING 1. A = JAN, B - FEB, - - I
e a e [-2448108-1 | DTO4-2P-TEO9 | A | BROWN X |
DAY: FOURTH AND FIFTH DIGITS (14 = 14th DAY) [-24438108-2 | DI0O4-2P-TE03 | A | GREEN X W
HOUR: SIXTH AND SEVENTH DIGITS (11 = 11AM) ADDITIONAL MARKING PER NOTE 4 AND 7 EXCLUSIVELY [-2448108-3 | DTO4-2P-TEOT | A | BLUE X 1
FOR PARTS WITH CAPS PRODUCED IN CHINA. - - Br
Z/\XMATERIAL: HOUSING, PA66 GF15, SEE TABLE FOR COLOR c-2448108-1 | DI04-cP-TNO9 | A | BROWN ! |
SHORT, LONG CAP: PA66 GF15, BLACK Z/NL XXXX IDENTIFIES THE MODIFICATION NUMBER, 0-2448108-2 | DTO4-2P-TNO3 | A | GREEN X W
GROMMET: E-SEAL VMQ (BURNT RED) [F APPLICABLE. EXAMPLE: "E003" FOR DTO04-2P-E003 2-2448108-3 | DTO4-2P-TNOT | A | BLUE X 1
N-SEAL VMQ (RED-ORANGE) OR BLANK FOR DTO4-72P. THIS DRAWING 1S A CONTROLLED DOCUMENT. DWJNAIME ¢ AP@SJTUONLEOW -TE
Ch —16JUN20TS - TE Connectivity
2. THIS RECEPTACLE MATES WITH DT06-2S-XXXX PLUG. 6 FOR CONTACTS AND WIRE PERFORMANCE AND APPLICATION Eﬁi TETUNZOTE Wi
(XXXX = ALL MODIFICATIONS) CHARACTERISTICS SEE CUSTOMER DRAWING 0425-015-0000. 'n_lmn] o s T e e A et
2 pC : 108151009 LONG CAP. DT SERIES
| . SECONDARY WEDGE LOCK SOLD SEPARATELY: W2PX-XXXX. z/\x "E" IDENTIFIES E-SEAL. © = L R e IR
(X = A,B,C,D KEY, XXXX = ALL MODIFICATIONS) e G e 11| 4AFUS (C=DT04- 2P - XXX
NOTES: UNLESS OTHERWISE SPECIFIED A CUSTOMER DRAWING T L L
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