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A INITIAL RELEASE 08JUN2020 AS LH

B TYPO CORRECTION 24NOV2022 HM LH

C DIMENSION Ø2.80[71.12] IS ADDED 16DEC2022 HM LH

C1 REV.PER ECR-24-206030 25MAR2024 MT LH
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 TCPN DESCRIPTION MATERIAL

901284-000 BCAC-5D/8-01(B12) TE STANDARD RED

A90301-000 BCAC-G-5D/8-01(B12) TE STANDARD GRAY

ES4187-000 BCAC+G-5D/8-01(B12) TE STANDARD GRAY V0

NOTES:
 
1. PARTS SHALL BE KITTED 12 PIECES PER BOX.
 
1. PARTS SHALL BE KITTED WITH 127252-000 BOLT-1/4-20X1/2-BLK-UV 30 PIECES.
 
2. PARTS SHALL BE KITTED WITH 218852-000 NUT-1/4-20-HEX-BLK-UVNYL 30 PIECES.
 
3. PARTS SHALL BE KITTED WITH C53932-000 BCAC-GA-01-A 12 PC, PII-55169 1 PIECE
 
4. EACH BOX SHALL BE LABELLED WITH DESCRIPTION LOT NUMBER PART NUMBER
 
   MANUFACTURING DATE AND QUANTITY
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