
RT-220 TUBING 
Flexible, Heat-Shrinkable,

Flame-Retarded Modified Fluoropolymer - Low Outgassing

Size

Inside Diameter
Minimum (D)

Inside Diameter
Maximum (d)

Minimum

Reference Specification TEC-108-120038

3/64 0.046

1/16

3/16

1/4

3/8

Table 1:  Dimensions mm(inches)

As Supplied Recovered

3/32

1/8

3/4

1/2

mm in.mm in. mm in.
Maximum Nominal

mm in. mm in.

1

1.17

0.0631.60

0.0932.36

0.1253.18

0.1874.75

0.2506.35

0.3759.53

0.50012.70

0.75019.05

1.00025.40

0.0230.58

0.0310.79

0.0461.17

0.0621.60

0.0932.36

0.1253.18

0.1874.75

0.2506.35

0.3759.53

0.50012.70

0.0070.18

0.0070.18

0.0070.18

0.0070.18

0.0070.18

0.0080.20

0.0080.20

0.0080.20

0.0130.33

0.0150.38

0.0120.30

0.0120.30

0.0120.30

0.0120.30

0.0120.30

0.0150.38

0.0150.38

0.0150.38

0.0200.51

0.0220.56

0.0090.23

0.0090.23

0.0090.23

0.0090.23

0.0090.23

0.0110.28

0.0110.28

0.0110.28

0.0160.41

0.0180.46

Wall Thickness (W)

Color: Tubing color is standard black and white is non-standard.

Weight,
As Supplied
Maximum

kg/
100 m

lbs./
100 ft.

0.15

0.19

0.25

0.33

0.46

0.60

1.09

1.43

2.85

4.14

0.10

0.13

0.17

0.22

0.31

0.40

1.73

0.96

1.92

2.78


