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NOTES

/A\ FLUID RESISTANT, HIGH TEMPERATURE FLOUROPOLYMER
/2\ HIGH TEMPERATURE THERMOPLASTIC ADHESIVE

3. REFER TO RT-1381 FOR PRODUCT SPECIFICATION

TAPE SHALL BE SPOOLED ON A FIBER OR PLASTIC HUB
5. REFER TO TUS—41-3032 FOR INSTALLATION INSTRUCTIONS

6. ORDERING INFORMATION
RT—555-T1.0~A260—XX

BACKING MATERIAL
TAPE WIDTH (INCHES)
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REVISIONS
/1\ LTR DESCRIPTION DATE
A | INITIAL RELEASE PER ECO—11-016336 | 08/10/2011
\ | B | UPDATED CD PER ECO—19—000693 01/15/2019
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TABLE OF DIMENSIONS
—XX LENGTH
PART DESCRIPTION W in FEET (MIN) T
RT—555-T.75—A260—XX .75 [19] 25 or 50 .016 [.41]
B
RT—555—-T1.0—A260—XX 1.0 [25] 25 or 50 .016 [.41]
RT—555-T1.5-—A260—XX 1.5 [38] 25 or 50 .016 [.41]
RT—555—-T2.0—A260—XX 2.0 [51] 25 or 50 .016 [.41] B
Raychem Molded Parts
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