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M63X1.5 70 6 15 3 15 2.5 BLIND-63-PM     M63 T3166630111-000

M50X1.5 57 4 15 2.5 15 2.5 BLIND-50-PM     M50 T3166500111-000

M40X1.5 46 4 13 2.5 15 2.5 BLIND-40-PM     M40 T3166400111-000

M32X1.5 39 4 11 2.5 12 2 BLIND-32-PM     M32 T3166320111-000

M25X1.5 30 4 11 2.5 12 2 BLIND-25-PM     M25 T3166250111-000

M20X1.5 25 3.5 9 2 9 1.8 BLIND-20-PM     M20 T3166200111-000

M16X1.5 20 3 8 2 8 1.8 BLIND-16-PM     M16 T3166160111-000

M12X1.5 16 3 8 2 9 1.8 BLIND-12-PM     M12 T3166120111-000

PG48 69 6 15 3 15 2.5 BLIND-48-P     PG48 T3166480101-000

PG42 62 4 15 2.5 15 2.5 BLIND-42-P     PG42 T3166420101-000

PG36 55 4 13 2.5 15 2 BLIND-36-P     PG36 T3166360101-000

PG29 44 4 11 2.5 12 2 BLIND-29-P     PG29 T3166290101-000

PG21 33 4 11 2.5 12 1.8 BLIND-21-P     PG21 T3166210101-000

PG16 27 3 10 2 9 1.8 BLIND-16-P     PG16 T3166160101-000

PG13.5 25 4 8 2 9 1.8 BLIND-13-P     PG13.5 T3166130101-000

PG11 23 3 8 2 8 1.8 BLIND-11-P     PG11 T3166110101-000

PG9 19 3 8 2 8 1.8 BLIND-9-P     PG9 T3166090101-000
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DESCRIPTION

       
PART NUMBER

       

NOTES:
 1.TECHNICAL CHARACTERISTICS:
   BODY MATERIAL: PA (COLOR:GREY)
   SEALER MATERIAL: ELASTIC RUBBER
   OPERATION TEMPERATURE: -40�$�C~+100�$�C
   PROTECTION DEGREE: IP65
 
  :
 1.    :
        : PA (  :  )
        :     
       : -40�$�C~+100�$�C
       : IP65

PG/M XX

PG/MXX Identification marking 
(Location may be at other area)
PG/MXX   (         )
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