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SOLARLOK  
Slim Junction Box 
Assemblies

KEY FEATURES

•	 Only	52mm	in	width

•	 Only	15.5mm	in	height

•	 Requires	no	potting	of	the	inside	

of	the	junction	box

•	 Offers	different	diodes	to	

optimize	diode	performance

•	 Terminates	the	foil	leads	from	the	

module	by	using	a	spring	clamp	

to	clamp	to	the	contact	rail	inside	

the	junction	box	eliminating	the	

need	for	soldering	or	welding

Description

The	SOLARLOK	slim	junction	box	assembly	is	a	2-rail	junction	box	with	cable	and		
SOLARLOK	connectors	put	together	as	an	assembly	to	be	applied	to	either	
crystalline	pv	modules	or	thin-film	pv	modules.	

AppLicAtions

Thin-film	photovoltaic	modules

2-rail	crystalline	photovoltaic	modules

eLectricAL

Current	rating:	
•	3	amp	current	rating	available	for	thin-film	applications	
•	12	amp	current	rating	available	for	crystalline	applications

Withstanding	voltage:	
•	TUV:	1000VDC	
•	UL:	600VDC

MecHAnicAL

Robust	housing	material	sealed	to	IP67

Connectors	are	rated	to	IP67	

Connectors	have	the	latching	locking	feature

Junction	box	lid	uses	two	latches	for	securing	the	lid	to	the	lower	box	housing	

Temperature	rating:	-40°C	to	+85°C

MAteriALs

Housing:	PPO	material,	UL	UV	F1	rated

Socket	and	Pin	contacts:	CuZn

Solar	wire	used	in	the	cable	assemblies

AppLicAtions AnD speciFicAtion 

Product	specification	#	114-106002

Application	specification	#108-106024

Meets:	DIN	VDE	V	0126-3-2006,	DIN	V	VDE	V	0126-5-2008

UL	1741:	Component	recognition	pending
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SOLARLOK	Slim	Junction	Box	Assemblies	I	Tyco Electronics

part number contact rails Diodes rated current cable Length Wire size

1971158-1 2 1 12	amp 600	mm 2.5	mm

1971158-2 2 1 3	amp 600	mm 2.5	mm



FOR MORE INFORMATION

www.tycoelectronics.com/solar

Technical Support

Internet:	 www.tycoelectronics.com/help

USA:	 +1	(800)	522-6752

Canada:	 +1	(905)	470-4425

Mexico	&	Central	America:	 +	52	(0)	55-1106-0814	

South	America:		 +55	(0)	11-2103-6000		

Germany:	 +49	(0)	6251-133-1999

UK:		 +	44	(0)	8706-080208

France:		 +33	(0)	1-3420-8686

Netherlands:	 +31	(0)	73-6246-999

China:		 +86	(0)	400-820-6015
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