
PRODUCT FACTS: 
• High performance, low SINR WLAN Dual 

Band 2x2 MIMO antenna assembly

• Screw mount on chassis/ housing

• Ground plane independent

RECOMMENDATIONS: 
• No matching circuits required

• Contact TE for diff erent cable lengths/
colors

• Custom tuning available if keep out 
zones can’t be respected

• RF data measured in free space, data 
measured within a device may vary

SPECIFICATIONS: 
• Frequency Range:

  2400-2483.5 MHz, 5150-5875 MHz

• Peak Gain:  

• 1.2 dBi @ 2442 MHz 

• 4.7 dBi @ 5513 MHz

• VSWR: < 3.5:1 

• Return loss: < -5.0 dB 

• Isolation : < -20 dB

• Polarization: Linear

• Power Handling: 10 Watt cw

• Size: 144.0 mm x 34.0 mm x 6.10 mm

• Weight: < 14.0g

• Keep Out Area: See diagram on page2

• Mounting: Screw. See diagram on page2

• Operating Temperature: -40° to 85°C

• Storage Temperature: -40° to 85°C

2400–2483.5 MHz & 
5150–5875 MHz MIMO 
2X2 DUAL BAND CABLED 
ANTENNA
Standard Antenna Solutions
802.11 a/b/g/n/ac/ax, includes frequencies of 
Bluetooth, ZigBee, and Wi-Fi products

Part Numbers: 2246667-1, 2246667-2

AZIMUTH: ELEVATION:

RETURN LOSS:VSWR:

EFFICIENCY: TEST ORIENTATION IN FREE SPACE:
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2400–2483.5 MHz & 5150–5875 MHz MIMO 2X2 Dual Band Cabled Antenna
Standard Antenna Solutions

KEEP OUT AREA:

APPROXIMATE DIMENSIONS:
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Standard Antenna Solutions
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TE TECHNICAL SUPPORT CENTER

USA:  +1 (800) 522-6752

Canada:  +1 (905) 475-6222

Mexico:  +52 (0) 55-1106-0800

Latin/S. America  +54 (0) 11-4733-2200

Germany:  +49 (0) 6251-133-1999

UK:  +44 (0) 800-267666

France:  +33 (0) 1-3420-8686

Netherlands:  +31 (0) 73-6246-999

China:  +86 (0) 400-820-6015

For phone numbers in other countries, go to te.com/support-center


