
ALUMINUM LUGS XD8 TYPE
FOR ALUMINIUM CONDUCTORS

• One technology for all 
cable types

• High quality connections 
independent of installer’s 
skills

KEY FEATURES TE Connectivity’s (TE) bimetallic lugs are made of aluminum. Complies 
with C33090-1 specification, electrical test performances in accordance 
with NF C63-061 class A and IEC-61238-1 class A.

These lugs are designed to connect aluminum conductors to aluminum 
apparatus. They consist of a single part model for a given conductor 
cross-sectional area (independent of the core compression ratio).

Customers can count on consistent, high quality products, driven by TE’s 
proven innovation and backed by our extraordinary customer support.

ENERGY /// ALUMINIUM LUGS XD8



Aluminium LUGS XD8

 FOR MORE INFORMATION: 
TE Technical Support Centers

USA/Canada:  +1 800-327-6996
Brazil:  +55 11-2103-6023
Mexico:  +52 55-1106-0800
South America:  +57 1-319-8962
Benelux:  +32 16-508-695
France:  +33 (0) 38-058-3210
Germany/Switzerland:  +49 (0) 89-608-9903
Italy:  +39 335-834-3453
Middle East/Africa:  +971 4-211-7020
Russia:  +7 495-790-790-2-200
Spain/Portugal:  +34 912-681-885
UK:  +44 08708-707-500
China:  +86 400-820-6015
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Accept cables according to NF C 32 013 and IEC-60228.

PRODUCT SELECTION INFORMATION

Part Number Description
Cross Section (mm2) Dimensions (mm)

Weight (g) Standard Pkg
Alu ØB C ØD L

739050-1 XD8 16 16 16 38 x 38 13 93 40 3

739051-1 XD8 25 25 16 38 x 38 13 93 40 3

739029-1 XD8 35 35 16 38 x 38 13 93 40 3

739008-1 XD8 50 50 20 38 x 38 16 100 80 3

739009-1 XD8 70 70 20 38 x 38 16 100 80 3

739010-1 XD8 95 95 20 38 x 38 16 100 75 3

739059-1 XD8 120 120 25 38 x 38 16 120 125 3

739032-1 XD8 150 150 25 38 x 38 16 120 115 3

739060-1 XD8 185 185 32 38 x 38 16 120 185 3

739033-1 XD8 240 240 32 38 x 38 16 120 175 3

1306867-1 XD8 300 300 40 38 x 40 16 140 - 3

1306868-1 XD8 400 400 40 38 x 40 16 160 - 3

708105-1 XD8 500 500 47 125 x 80 6 x 16,5 275 915 3

708309-2 XD8 630 630 47 125 x 80 6 x 16,5 275 915 3

708314-1 XD8 800 800 60 125 x 80 6 x 16,5 309 - 3

708314-2 XD8 1000 1000 60 125 x 80 6 x 16,5 309 - 3

708317-1 XD8 1200 1200 65 125 x 80 6 x 16,5 335 - 3

708884-1 XD8 1600 1600 70 125 x 125 9 x 16,5 335 - 3


