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1 - BUT 

 
Cette spécification définit les caractéristiques 
générales 
ainsi que les performances électriques et mécaniques 
du porte-clips et du porte-languettes 3 voies MQS 
avaloir. 
 

2. DESCRIPTION DES CONNECTEURS 
2.1. Boîtiers 
- Porte-clips : 

953697-x, avec 1x6 suivant les détrompages. 
 - Porte-languettes : 
0-953698-x, version AVEC zone d'agrafage, avec 

1x6 suivant les détrompages. 
1-953698-x, version SANS zone d'agrafage, avec 

1x6 suivant les détrompages. 
 

2.1.1. Encombrement 

1 - PURPOSE 

 
The present specification defines the general 
characteristics 
and the electrical and mechanical performance 
of the MQS 3 pos socket and receptacle 

housing. 
 

2. DESCRIPTION OF CONNECTORS 

2.1. Connector cases 

- Receptacle housing : 953697-x, with 1x6 as a 
function of coding. 
- Tab housing : 
0-953698-x, version WITH panel lock device, with 

1x6 as 
a function of coding.1-953698-x, version WITHOUT 

panel lock device, with 1x6 as a function of coding. 
 

2.1.1. Dimensions 
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2.1.2. Matière 
Le porte-clips et le porte-languettes sont en PBT 
chargé verre. 

 
2.2. Fonctions assurées 
 
2.2.1. Polarisation 
Il existe 2 polarisations : 
- entre le contact et le boîtier (porte-clips ou porte-
languettes) 
- entre le porte-clips et la contrepartie (porte-languettes 
ou embase) 

 
2.2.2. Détrompage 
Entre le porte-clips et la contre-partie, il y a 6 
détrompages 
couleur et mécanique. 

 
2.2.3. Accouplement avec effet d’avaloir 
L’accouplement du connecteur sur l’embase est réalisé 
en poussant le porte-clips dans sa contre-partie. 
Un point dur escamotable entraîne la main et assure 
l’accouplement total. 

 
2.2.4. Verrouillage des contacts 
Le verrouillage primaire est assuré par la lance de la 
cage du contact MQS. 
Le double-verrouillage est assuré par un volet intégré 
au boîtier qui bascule et passe derrière la cage inox du 
contact. 

 
2.2.5. Fixation 
Pas de fixation particulière du porte-clips. 
Les porte-languettes réf. 0-953698-x ont une zone 
d’agrafage respectant la ste PSA 9615326199. 

 
 
 
2.3. Contacts 
Clip MQS à sertir : 
-  section de 0,35 mm2 à 0,6 mm2 : 144969-x 
- section de 0,75 mm2 : 963715-x 
Languette MQS à sertir : 
- section de 0,35 mm2 à 0,5 mm2 : 1-928918-x 
- section de 0,6 mm2 à 0,75 mm2 : 963716-1 
L’indice x dépend de la finition du contact, étamée ou 
dorée. 

2.1.2. Material 
The receptacle housing and tab housings are both in 
glass-fiber PBT. 

 

2.2. Functions performed 

 

2.2.1. Polarisation security 
Two polarisation security functions are provided: 
- between the pin and the housing (on both the 
receptacle housing and the tab housing), 
- between the two connectors (receptacle or pin 
housing). 

 

2.2.2. Coding function 
Six coding between the two connectors, including both 
colour coding and mechanical coding. 

 

2.2.3. Slide-in coupling 
The connector is mated to the socket by pushing the 
receptacle housing into the counterpart. A positive 
mate system (go/nogo locking) ensure optimum and 
reliable mating. 

 

 

2.2.4. Pin locking 
Primary locking is provided by latch on the MQS 
terminal in spring. 
Secondary locking is provided by a flap integrated with 
the housing, which is pushed back to pass behind the 
spring terminal. 

 

2.2.5. Mounting 
No specific mounting system exists for the receptacle 
housing. 
Tab housings, P/N 0-953698-x have a panel lock 
device that complies with the requirements of PSA test 
spec. 9615326199. 

 

2.3. Contacts 
MQS crimped receptacle: 
- section from 0.35 mm2 to 0.6 mm2: 144969-x, 
- section 0.75 mm2: 963715-x. 
MQS crimped pins: 
- section from 0.35 mm2 to 0.5 mm2: 1-928918-x, 
- section from 0.6 mm2 to 0.75 mm2: 963716-1. 

Index x indicates whether the contact is tinned or gold-
plated. 
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