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Application Specification 

114-5223 

AMP Mini Common Termination(CT) Connector  
1.5mm Pitch (MT Type) 

 
1.        Scope:  

This specification covers the requirements for termination of 1.5mm Pitch Mini CT (Common 
Terminated) Connector, performed by automatic machine (DECAM) and manual tool (MINI PRESS). 

2.        Applicable Documents: 

Nomenclature Product Part Number 

Receptacle Housing Assembly �-353293-� 

 

3.       Nomenclature of Product and Terminated Conditions. 

              
 

 

 

 

 

 

 

 

 

 

  

                                                                                   Fig.1 
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4. Requirement and Standard Criteria for Acceptance 

 

                                                                      To be continued 
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                                                                    End 
 

5. Wire Retention Force 
(The specification values are based on the actual measured readings.) 
 
The requirements for the tensile strength, when the pull-off load is applied in the directions, traverse and 
along the contact axis (refer Fig.1), are shown in Table.2. 
 
Table.2                                                                     [Unit:N(kg)] 

            
 
 
 
 
 
 
 

6. Applicable Wire 
A. Applicable Wire Size 

AWG #28, #26       (0.08~0.14mm2 ) 
B. Applicable Insulation Diameter 

1) Harness Condition (Refer Fig.2) 
A-Side                B-Side                 Insulation Diameter 

1)     Mini CT              Mini CT                ∅0.8 ~ 0.95mm 
                   2)     Mini CT                 CT                    ∅0.83 ~ 0.95mm 
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2) Conformity of harness condition and DECAM. (Refer Table.3) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                 (Note) Please refer to machine specifications about selection of a machine. 
 
 
            Table.4   Example of Applicable wire 
                 
 
 
 
 
 
 
          All wires, including the above mentioned, need to be approved prior to usage. 
 
 
 
 
 
 
 
 
 
 
 
 
 


