
�:>?=@/?5;: %411?��������� ����'+ � �&/(&0
�(*��3.& �#$) �-,,&$1-/0 ����	�! "� 
�������

�"� �

� ;2 ���

� &C/; �81/?=;:5/> �;=<;=-?5;:� �-==5>.@=3� #�
�88 �:?1=:-?5;:-8 $534?> $1>1=A10
&� 8;3; -:0 &C/; �81/?=;:5/> -=1 ?=-019-=7>�
�&=-019-=7� "?41= <=;0@/?>� 8;3;>� -:0 /;9<-:C :-91> @>10 -=1 ?41 <=;<1=?C ;2 ?415= =1><1/?5A1 ;B:1=>�

&""��!� �%%�%&�!�� ��!&�$ ���

���������
#$"�'�& �!�"$ �&�"! ���

���������

&45> /;:?=;8810 0;/@91:? 5> >@.61/? ?; /4-:31�
�;= 8-?1>? =1A5>5;: -:0 $135;:-8 �@>?;91= %1=A5/1�
A5>5? ;@= B1.>5?1 -? 222�13$-&*&$1/-,($0�$-+

��  �* 
� $1A ������	�! "� �����	�! "� #,% �����
�! "

Figure 1

�1==@81 �'>10 B5?4
(1-?41=<=;;2 �;::1/?;=>�

�1==@81

�1:?1= �;:?-/?

�-/7 �;0C

�� ������������

This instruction sheet covers the assembly of
COAXICON 50–Ohm N Series Mil–Type Jack
Connectors 51693–[ ], 225093–[ ], 225663–[ ], and
225664–[ ]. The jack connectors accept a wide range
of coaxial cables and are available in both standard
and weatherproof versions. The connectors can be
crimped using various CERTI–CRIMP* Hand Tools
such as: 220045–2 (Instruction Sheet 408–2330),
220015–1 (Instruction Sheet 408–2331), and Hand
Tool 69710–1 (Instruction Sheet 408–2095).

Catalog 1307191 provides a guide for
cable–to–connector selection, as well as
recommended crimping tools. For cable sizes and
connectors not referenced in the catalog, contact
Tyco Electronics Product Engineering for connector
recommendations. For detailed crimping instructions,
refer to the instruction sheet packaged with the
crimping tool.

Reasons for revision are given in Section 4,
REVISION SUMMARY.
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The jack connectors consist of a jack body, a center
contact, and a ferrule. The weatherproof connectors
include a ferrule containing a rubber seal. See
Figure 1. For part availability, refer to the Customer
Drawing.
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1. Slide ferrule onto unstripped cable; then strip
cable using the appropriate strip–length
dimensions provided in Figures 2, 3, 4, or 5. To
select the appropriate strip–length dimensions,
determine the RG/U cable number or cable
manufacturer for the application and
cross–reference it to the appropriate figure. If the
appropriate cable type is not listed in the figures,
contact Tyco Electronics Product Engineering for
connector recommendations.

Figure 2
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Figure 4
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Figure 5
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2. . Flare the cable braid and insert the center
conductor into the contact. The shoulder of the
contact should rest against the cable dielectric, as
shown in Figure 6.

Figure 6
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3. Crimp the center contact using the
recommended crimping tool. Refer to the
instruction sheet (packaged with the tool) for
specific crimping instructions. See Figure 6.

4. Insert center contact into the jack body, making
sure the braid is positioned over the connector
support sleeve. See Figure 7. Pull back gently on
the cable to ensure that the contact is held in place
by the internal locking feature.

Figure 7
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5. Slide the ferrule forward over the cable braid
until it is positioned against the shoulder of the jack
body. Crimp the ferrule using the recommended
crimping tool. Refer to the instructions (packaged
with the tool) for specific crimping instructions. See
Figure 8.
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Figure 8
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� Updated document to corporate requirements
� Added NOTE to Paragraph 3.5
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